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of U.S. application Ser. No. 12/451,093, filed Oct. 26, 2009
(now U.S. Pat. No. 8,254,245), which is a 35 U.S.C. §371
National State Entry of International Application No. PCT/
KR2008/002093, filed on Apr. 14, 2008, and claims priority
to U.S. Provisional Application Nos. 60/914,622, filed on
Apr. 27, 2007, 60/945,111, filed on Jun. 20, 2007, 60/955,
869, filed on Aug. 14, 2007, 60/983,156, filed on Oct. 26,
2007, 60/983,600, filed on Oct. 30, 2007, and Korean Patent
Application Nos. 10-2007-0123603, filed on Nov. 30, 2007,
10-2007-0123605, filed on Nov. 30,2007, 10-2008-0002201,
filed on Jan. 8, 2008 and 10-2008-0006927, filed Jan. 23,
2008, all of which are hereby incorporated by reference in
their entireties as if fully set forth herein.

TECHNICAL FIELD

The present disclosure relates to a mobile communication
system, and more particularly, to a method for transmitting a
downlink control channel in a mobile communication system
and a method for mapping the control channel to physical
resources using a block interleaver.

BACKGROUND ART

In an Orthogonal Frequency Division Multiplexing
(OFDM) communication system, uplink/downlink data
packets are transmitted in units of subframes, each of which is
defined as a specific time interval including multiple OFDM
symbols. In the system, multiple terminals can communicate
through one base station and wireless resources are allocated
through scheduling of the respective terminals. Uplink/down-
link communication of a terminal is performed through the
resources allocated in subframes.

Here, not only uplink/downlink data packets but also vari-
ous pieces of control information for transmission of the
uplink/downlink data packets are transmitted. The control
information includes various pieces of information required
to transmit and receive uplink/downlink data packets such as
wireless resource information, coding methods, and modula-
tion methods used for transmitting and receiving uplink/
downlink data packets. Resources are allocated to all or part
of multiple OFDM symbols included in one subframe for
transmitting such various pieces of control information as
well as for transmitting data packets. The control information
is transmitted through the allocated resources in the sub-
frame.

According to wireless resource scheduling for transmitting
uplink/downlink data packets and control information of
multiple terminals, the base station maps corresponding
information bits to wireless resources to transmit the infor-
mation bits to the terminals. In the case of downlink control
channel transmission, mapping wireless resources to control
channels for terminals so that the control channels are uni-
formly distributed and transmitted over the allocated wireless
resources advantageously achieves diversity effects since
pieces of control information of a number of terminals can be
transmitted together in downlink. In the case where schedul-
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ing is performed using virtual resource units, a method for
mapping the virtual resource units to actual physical
resources should be provided to perform actual transmission.

DISCLOSURE
Technical Problem

The present invention has been made in view of the above
circumstances in the background art, and it is an object of the
present invention to provide a method for transmitting down-
link control channels in a mobile communication system.
Another object of the present invention is to provide a method
for mapping control channels to physical resources using a
block interleaver in a mobile communication system.

Technical Solution

In accordance with one aspect of the invention, the above
objects can be accomplished by providing a method for trans-
mitting a control channel in a mobile communication system,
the method including modulating information bits to generate
a plurality of modulated symbols according to a specific
modulation scheme, interleaving the plurality of modulated
symbols using a block interleaver in units of modulated sym-
bol groups, each including a plurality of continuous modu-
lated symbols, mapping a plurality of modulated symbol
groups to resource elements allocated for transmission of at
least one control channel in a subframe, and transmitting the
atleast one control channel, wherein the interleaving includes
inputting the plurality of modulated symbol groups row by
row to the block interleaver, performing inter-column permu-
tation on the plurality of modulated symbol groups based on
a specific permutation pattern, and outputting the plurality of
modulated symbol groups column by column from the block
interleaver.

The size of the block interleaver may be determined
according to the number of the plurality of modulated symbol
groups transmitted in the subframe.

The number of rows of the block interleaver may be deter-
mined based on a predetermined number of columns of the
block interleaver and the number of the plurality of modu-
lated symbol groups transmitted in the subframe.

Each modulated symbol group may be mapped to a
resource element group having a plurality of resource ele-
ments, the number of resource elements in each resource
element group being identical to the number of modulated
symbols in each modulated symbol group.

The number of modulated symbols in each modulated
symbol group and the number of resource elements in each
resource element group may be determined according to the
number of transmission antennas or spatial multiplexing rate.

The plurality of modulated symbol groups may be cycli-
cally shifted using a cell-specific value.

The plurality of modulated symbol groups may be mapped
to the resource elements excluding resource elements allo-
cated for at least one of a reference signal, an ACK/NACK
signal, and a Control Channel Format Indicator (CCFI).

The plurality of modulated symbol groups may be mapped
to the resource elements according to a time-first mapping
scheme.

The method may further include at least one of scrambling
the information bits for the control channel prior to the modu-
lating, mapping the plurality of modulated symbols to layers,
the number of which is equal to or less than the number of
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transmission antennas of the mobile communication system,
and precoding the plurality of modulated symbols for each
layer.

The control channel may be transmitted using one or more
Control Channel Elements (CCEs), each including at least
one of the plurality of modulated symbols.

Advantageous Effects

According to the embodiments described in the present
disclosure, it is possible to effectively transmit a downlink
control channel in a mobile communication system. It is also
possible to map the control channel to physical resources
using a characteristic block interleaver in the mobile commu-
nication system.

In addition, according to the methods for transmitting and
mapping control channels described in the present disclosure,
it is possible to uniformly spread control information of each
terminal over a total time/frequency domain. It is also pos-
sible to minimize the influence of inter-cell interference in
multi-cell environments through randomization of inter-cell
interference.

DESCRIPTION OF DRAWINGS

FIG. 1 illustrates an example of a procedure in which a
transmitting end processes a signal to transmit a specific
channel in a mobile communication system.

FIGS. 2(a) and 2(b) illustrate two examples of a method for
mapping to a physical RE after performing interleaving using
a block interleaver according to an embodiment of the inven-
tion.

FIGS. 3(a) and 3(b) illustrate detailed examples of a block
interleaver applicable to an embodiment of the invention
wherein the block interleaver operates with different input
and output directions.

FIGS. 4(a) and 4(b) illustrate how a permutation operation
is performed in the method of interleaving using a block
interleaver according to an embodiment of the invention.

FIGS. 5(a) and 5(b) illustrate example methods for per-
forming intra-column permutation or intra-row permutation
using a block interleaver according to an embodiment of the
invention.

FIGS. 6(a) and 6(b) illustrate an example method for map-
ping a symbol sequence output from the block interleaver to
physical resource elements according to the embodiment of
the invention.

FIG. 7 illustrates a mapping relation between virtual and
physical resources in an OFDM communication system.

FIGS. 8(a) and 8(b) illustrate example methods for deter-
mining a block interleaver size according to an embodiment
of the invention.

FIG. 9 illustrates an example multiplexing method which
can implement interleaving using a block interleaver accord-
ing to an embodiment of the invention.

FIG. 10 illustrates a specification table provided to explain
methods of operating a block interleaver according to an
embodiment of the invention.

FIGS. 11(a) and 11(4) illustrate a shift operation in an
interleaving operation method using a block interleaver
according to an embodiment of the invention.

FIGS. 12(a) to 12(e) illustrate an example method for
mapping a control channel interleaved using a block inter-
leaver according to an embodiment of the invention.

FIGS. 13(a) to 13(d) illustrate another example method for
mapping an interleaved control channel using a block inter-
leaver according to the embodiment of the invention.
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FIG. 14 illustrates an example where a block interleaver
operates according to Mathematical Expression 11.

FIG. 15 illustrates an example where a block interleaver
operates according to Mathematical Expression 12.

FIGS. 16(a) and 16(4) illustrate a method for defining a
specific group including all or part of one or more CCEs
according to an embodiment of the invention.

FIGS. 17(a) and 17(b) illustrate the method for mapping to
an OFDM symbol for transmitting a control channel using
groups defined according to an embodiment of the invention.

FIG. 18 illustrates another method for defining a group
including all or part of one or more CCEs according to an
embodiment of the invention.

FIG. 19 illustrates a method for performing mapping using
a group definition method according to an embodiment of the
invention.

FIG. 20 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

FIG. 21 illustrates an example method using the CCE level
grouping scheme according to an embodiment of the inven-
tion.

FIG. 22 illustrates another example method using the CCE
level grouping scheme according to an embodiment of the
invention.

FIG. 23 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

FIG. 24 illustrates an example method using the CCE sub-
block level grouping scheme according to an embodiment of
the invention.

FIG. 25 illustrates another example method using the CCE
sub-block level grouping scheme according to an embodi-
ment of the invention.

FIG. 26 illustrates a method for performing mapping using
a group definition method according to an embodiment of the
invention.

FIG. 27 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

FIG. 28 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

FIG. 29 illustrates an example configuration of a block
interleaver that implements the CCE-to-RE mapping method
according to an embodiment of the invention.

FIGS. 30(a) and 30(5) illustrate example configurations of
a block interleaver that implements the CCE-to-RE mapping
method according to an embodiment of the invention.

FIG. 31 illustrates an example method for performing con-
trol channel mapping using a block interleaver according to
an embodiment of the invention.

FIGS. 32 and 33 illustrate, in a stepwise manner, example
operations of a block interleaver constructed according to an
embodiment of the invention.

FIG. 34 is a flow diagram sequentially illustrating CCE-
to-RE mapping processes according to an embodiment of the
invention.

FIG. 35 illustrates an example method for performing map-
ping after interleaving is done for each OFDM symbol
according to an embodiment of the invention.

FIG. 36 illustrates an example method for transmitting
different types of control channels according to an embodi-
ment of the invention.

FIGS. 37(a) to 37(c) illustrate an example method for
allocating mini-CCEs of a PHICH transmitted through each
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OFDM symbol when interleaving is performed on the
PHICH for each OFDM symbol according to an embodiment
of the invention.

FIG. 38 illustrates an example method for transmitting two
or more different types of control channels by performing
interleaving on the different types of control channels
together for each OFDM symbol according to an embodiment
of the invention.

FIG. 39 illustrates another example method for transmit-
ting two or more different types of control channels by per-
forming interleaving on the different types of control chan-
nels together for each OFDM symbol according to an
embodiment of the invention.

FIG. 40 illustrates an example method for performing
interleaving for each OFDM symbol using a block interleaver
according to an embodiment of the invention.

FIG. 41 illustrates an example method in which two or
more control channels are interleaved together and are then
multiplexed and transmitted according to an embodiment of
the invention.

MODE FOR INVENTION

The preferred embodiments of the present invention will
now be described in detail with reference to the accompany-
ing drawings.

FIG. 1 illustrates an example procedure in which a trans-
mitting end processes a signal to transmit a specific channel in
a mobile communication system.

As shown in FIG. 1, the transmitting end in the mobile
communication system performs scrambling 10a and 105 for
each codeword generated after the information bit sequence is
coded. Scrambling is an operation for mixing bits in a coded
information bit sequence using an arbitrary rule (i.e., in an
arbitrary order). This operation may be performed using a
specific scrambling sequence.

Modulation operations 11(a) and 11(b) are performed for
the codewords according to a specific modulation scheme to
construct modulated symbols, respectively. Examples of the
modulation scheme include BPSK, QPSK, 8PSK, 8QAM,
16QAM, and 64QAM. Modulated symbols generated after
modulation can be represented by a complex number such as
(x+jy).

Layer mapping (12) is performed to map the modulated
symbol sequence generated for each codeword to layers. The
number of the layers may be less than or equal to the number
of transmit antennas of the mobile communication system
and can be adaptively set, for example taking into consider-
ation feedback information received from a receiving end,
according to communication environments or states. Through
the layer mapping operation, each codeword can be mapped
to one or more layers. In the case of a multiple antenna
system, layer mapping can be performed taking into consid-
eration spatial multiplexing or transmit diversity effects.

Precoding (13) can be performed after layer mapping is
done. Precoding is an operation for mapping a transmission
vector generated for each layer to resources of each transmit
antenna. In the multiple antenna system, multiple transmit
antennas can be used more effectively through a specific
precoding scheme.

In the case of the multiple antenna system, a variety of
precoding schemes can be applied taking into consideration
spatial multiplexing or transmit diversity effects. In the case
of'a closed-loop system using feedback information from the
receiving end, a codebook including a plurality of precoding
matrix indices can be used to easily select a precoding matrix
used for precoding.
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The modulated symbol sequences output for the transmit
antennas through precoding in this manner are mapped to
respective resource elements of the transmit antennas 14a and
14b.

The present disclosure provides a method for mapping a
modulated symbol sequence for a specific channel to physical
resources in a mobile communication system. The specific
channel may include a variety of transport channels such as a
control channel that can be defined in a mobile communica-
tion system. More specifically, the present disclosure pro-
vides a method for mapping modulated symbols of a control
channel to physical resources allocated to one subframe such
that resources of one terminal can be uniformly distributed
over the transmission band.

When an information bit sequence is mapped to Resource
Elements (REs), basically, each RE can be directly defined as
a combination of an OFDM symbol in the time domain and a
subcarrier in the frequency domain in examples of an OFDM
communication system. Mapping to REs can be performed on
the basis of a predetermined number of REs.

When mapping to REs is performed, it is possible to use the
concept of a Resource Block (RB) including one or more
REs. An RB can be defined as a combination of multiple
continuous OFDM symbols and multiple continuous subcar-
riers in examples of an OFDM communication system. The
size of an RB can be determined variably according to the
type of a cyclic prefix or a system, a frame structure, and the
like.

Besides a physical resource block which is defined as an
actual time-frequency resource, a virtual resource block,
which has the same size as a physical resource block and can
be mapped to a physical resource block, can be defined and
used as a resource block. A base station can more efficiently
schedule communication resources through a logical
resource concept of the virtual resource block.

For example, in this case, a specific relation is established
between virtual unit blocks and actual physical resource
blocks, and, if the base station schedules resources based on
the virtual resource blocks, then transmission data can be
mapped to actual physical resource blocks based on the
scheduling so that the transmission data can be transmitted to
the receiving side through the mapped actual physical
resource blocks. It will be apparent to those skilled in the art
that the physical resource block and virtual resource block
can be interchangeably applied in the following description.

In addition, a Resource Element Group (REG) including a
number of REs can be defined. Mapping of REGs can be
applied in the same manner as mapping of REs. For example,
when multiple antenna transmit diversity such as Space Fre-
quency Block Coding (SFBC) is applied, it is possible to take
into consideration mapping to REs corresponding to the same
number of consecutive subcarriers as the number of transmit
antennas according to a multiple antenna transmission
scheme.

In this case, one RE can be considered one REG including
only one subcarrier. Accordingly, mapping according to the
above or following embodiments can be applied to REGs,
each including multiple REs according to the number of
transmit antennas or a spatial multiplexing rate.

A modulated symbol sequence mapped to REs is converted
into signals in the time domain (for example, OFDM signals),
which are then transmitted through respective transmit anten-
nas.

Embodiment 1

According to this embodiment, interleaving can be per-
formed using a block interleaver before mapping to physical
resources.
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Interleaving can be performed through the block inter-
leaver using random interleaving or a specific permutation
pattern interleaving. Due to structural characteristics of the
block interleaver, interleaving effects can be obtained using a
simple operation according to input and output directions
(row-wise or column-wise), in which a symbol sequence is
input (written) and output (read) to and from the interleaver,
and permutation-related direction.

In addition, when outputs of the interleaver are mapped to
physical resources, a cyclic shift operation can be addition-
ally performed using cell-specific information such as a cell
1D as a shift factor to add cell-specific elements in order to
minimize inter-cell interference even when the interleaver is
commonly used for multiple cells.

FIGS. 2(a) and 2(b) illustrate two examples of a method for
mapping to a physical RE after performing interleaving using
a block interleaver according to an embodiment of the inven-
tion.

FIG. 2(a) illustrates an exemplary mapping method of
Type 1 that is defined as the case where the direction of input
to the block interleaver is a row direction (row-wise).

First, at step S30, modulated symbols in the modulated
symbol sequence produced by performing processing such as
coding and modulation on information bits for transmission
in a subframe are sequentially input (i.e., written) row-wise
(i.e., row by row) to the block interleaver as assumed above.
Here, it is preferable that the modulated symbols be grouped
into modulated symbol groups and then the modulated sym-
bol sequence be input in units of modulated symbol groups to
the interleaver. In the following description, it is assumed for
ease of explanation that the modulated symbol sequence is
input in units of modulated symbols to the interleaver and the
subsequent operations are performed in units of modulated
symbols. However, it is apparent that operations such as a
cell-specific shift operation can be applied in the same man-
ner to both the case of interleaving performed as described
below and the case of interleaving that is performed on a
modulated symbol sequence input to the interleaver in units
of modulated symbol groups, each including a predetermined
number of modulated symbols.

Then, at step S31, the block interleaver can perform inter-
leaving such as inter-column interleaving on modulated sym-
bols input row-wise to the block interleaver. For example, the
block interleaver can perform intra-column permutation or
inter-column permutation. The intra-column permutation or
inter-column permutation can be performed using a random
pattern or a specific permutation pattern. The permutation
pattern can be generated using cell-specific information tak-
ing into consideration inter-cell interference.

Then, at step S32, shift operation can be additionally per-
formed on the modulated symbols on which the intra-column
permutation was performed at step S32. Taking into consid-
eration inter-cell interference, cell-specific information can
be used as a shift factor for determining a shift offset.

The shift operation of step S32 can be performed in the
order as shown in FIGS. 2(a) and 2(b). Alternatively, after an
output process of step S33 is performed, the shift operation
can be performed on a modulated symbol sequence output
(i.e., read) from the block interleaver so that the shifted sym-
bol sequence can be mapped to physical resources. Here, after
the interleaver outputs the modulated symbols at step S33,
shifting may be performed using a cell-specific value, thereby
reducing inter-cell interference. Of course, this operation can
be removed from the operations of the invention.

At step S33, the block interleaver outputs the modulated
symbols after performing random interleaving and shifting
thereupon. Here, the block interleaver outputs symbols in a
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column-wise manner opposite to the manner in which they
were input to the block interleaver. Then, at step S34, the
output symbol sequence is mapped to physical REs allocated
for control channel transmission included in a subframe and
the mapped sequence is then transmitted to one or more
terminals.

More specifically, interleaving is performed using a block
interleaver which is common for multiple cells and cyclic
shift is performed on the modulated symbol sequence output
from the block interleaver using cell-specific information,
thereby reducing system complexity and the amount of sig-
naling information while reducing inter-cell interference.

FIG. 2(b) illustrates an exemplary mapping method of
Type 2 that is defined as the case where the direction of input
to the block interleaver is a column direction (column-wise).

The difference between the method of FIG. 2(b) and that of
FIG. 2(a) is that the modulated symbol sequence produced by
performing processing such as coding and modulation on
information bits for transmission in a subframe is sequen-
tially input (i.e., written) to the block interleaver column-wise
(column by column) rather than row-wise as assumed above
at step S35, permutation is performed row by row at step S36,
and the modulated symbols are output (i.e., read) row-wise
(i.e., row by row) from the block interleaver at step S38. That
is, detailed operations of the method of FIG. 2(b) are similar
to those of the method of FIG. 2(a) with the only difference
being input and output directions of the block interleaver and
the units in which permutation is performed.

The mapping at steps S34 and S39 in FIGS. 2(a) and 2(b)
can be implemented using a frequency (subcarrier)-first map-
ping scheme or a time (OFDM symbol)-first mapping scheme
or a mapping scheme in which the two schemes are applied in
units of Physical Resource Blocks (PRBs) in the time/fre-
quency resource regions.

The size of the block interleaver can be determined using a
variety of methods. For example, for ease of use of the block
interleaver, either the row or column size of the block inter-
leaver can be fixed and the other can be determined to be
variable according to the amount of information. For
example, when a block interleaver is used in mapping for
control channel transmission, the column size of the block
interleaver is fixed and the row size can be varied according to
the number of REs or the number of modulated symbols
corresponding to a control channel transmitted in a subframe.

On the other hand, when the determined size of the block
interleaver does not match the number of physical REs allo-
cated for transmission of a specific channel in a subframe, for
example, when the size of the block interleaver is larger than
the number of physical REs allocated for transmission of a
specific channel in a subframe, the degree of freedom of the
size of the block interleaver can be increased by additionally
performing processes of adding dummy elements to modu-
lated symbols when the symbols are input to the block inter-
leaver and pruning the dummy elements when the modulated
symbols are output from the block interleaver.

In addition, in the case where resources allocated for dif-
ferent channel transmission are included in resources
included in a region allocated for specific channel transmis-
sion in a subframe, mapping can be performed taking into
consideration the number of REs excluding the resources
allocated for different channel transmission. Alternatively,
mapping can be carried out by performing interleaving on a
plurality of channels together.

For example, the number of REs, which can be used for
control channel transmission in OFDM symbols used for
downlink control channel transmission through a subframe,
may exclude the number of REs used for transmission of a
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Reference Signal (RS), a Physical Control Format Indication
Channel (KFICH) carrying a Control Channel Format Indi-
cator (CCFI) which is information regarding a control chan-
nel transport format, a Paging Indicator Channel (PICH) or a
Physical Hybrid-ARQ Indicator Channel (PHICH) carrying
downlink (DL) ACK/NACK, and the like in the OFDM sym-
bols.

FIGS. 3(a) and 3(b) illustrate detailed examples of a block
interleaver applicable to an embodiment of the invention
wherein the block interleaver operates with different input
and output directions. In FIGS. 3(a) and 3(b), “R” denotes the
number of rows and “C” denotes the number of columns.

FIG. 3(a) illustrates input and output operations of the
block interleaver when modulated symbols are input in a row
direction (row-wise) to the block interleaver. Since modu-
lated symbols are input row-wise, they will be output column-
wise according to the embodiment as shown in FIG. 3(a).
That is, a modulated symbol sequence can be input to the
block interleaver sequentially from 1st to Rth rows of the
block interleaver or in any order of rows. After interleaving is
performed, modulated symbols can be output from the block
interleaver sequentially from 1st to C columns of the block
interleaver or in any order.

FIG. 3(b) illustrates input and output operations of the
block interleaver when modulated symbols are input in a
column direction (column-wise) to the block interleaver.
Since modulated symbols are input column-wise, they will be
output row-wise according to the embodiment as shown in
FIG. 3(a). That is, a modulated symbol sequence can be input
to the block interleaver sequentially from 1st to Cth columns
of the block interleaver or in any order of columns. After
interleaving is performed, modulated symbols can be output
from the block interleaver sequentially from 1st to R rows of
the block interleaver or in any order.

The order of elements before they are input to the block
interleaver and the order of elements that are output from the
block interleaver can be changed (or can be made different)
through the simple method of using different input and output
directions of the block interleaver in this manner. Using the
block interleaver with different input and output directions in
the above manner allows channel elements to be distributed
and transmitted uniformly over resources.

FIGS. 4(a) and 4(b) illustrate how a permutation operation
is performed in the method of interleaving using a block
interleaver according to an embodiment of the invention.

When a modulated symbol sequence is input to the block
interleaver, the inter-column permutation or inter-row permu-
tation operation according to the embodiment can be per-
formed by replacing all modulated symbols in a row or col-
umn in the block interleaver with those of another row or
column.

For example, when inter-column permutation shown in
FIG. 4(a) is performed, all modulated symbols input to the
first column can be replaced with those of another column.
When inter-row permutation shown in FIG. 4(b) is per-
formed, modulated symbols input to the first row can be
replaced with those of another row.

Inter-row permutation or inter-column permutation is an
operation for changing the order of columns or rows to be
output from the interleaver before the interleaver outputs the
modulated symbols. This operation can change the order of
columns or rows to be mapped to physical REs after the
interleaver outputs modulated symbols.

In particular, diversity or randomness can be increased if
the inter-column permutation operation is performed when
the input direction is a row direction and the output direction
is a column direction as shown in FIG. 4(a) and the inter-row
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permutation operation is performed when the input direction
is a column direction and can be increased if the output
direction is a row direction as shown in FIG. 4(b).

In this case, a unique permutation pattern such as a cell ID
of each cell can be generated using unique information of
each cell in order to minimize the influence of inter-cell
interference.

The influence of inter-cell interference can also be reduced
by performing an inter-column permutation operation using a
specific pattern commonly used for each cell and an operation
such as cyclic shift using a cell-specific factor.

FIGS. 5(a) and 5() illustrate example methods for per-
forming intra-column permutation or intra-row permutation
using a block interleaver according to an embodiment of the
invention.

Specifically, FIG. 5(a) illustrates how intra-column permu-
tation is performed using a block interleaver. This method is
more effective when the input direction of the block inter-
leaver is a row direction.

One specific example of the method of intra-column per-
mutation in the block interleaver is intra-column random
reordering. That is, 0” column random reordering is per-
formed on interleaver elements included in a first column of
the block interleaver and 1% column random reordering is
performed on interleaver elements included in a second col-
umn of the block interleaver. In the same manner, 2”’¢ column
random reordering is performed on interleaver elements
included in a third column of the block interleaver and c—1%
column random reordering is performed on interleaver ele-
ments included in a Cth column of the block interleaver.

The intra-column random reordering operation can be
implemented by performing a random reordering process in
which row positions of elements of each column are replaced
with row positions corresponding to the generated random
numbers through random number generation or allocation.
The random reordering operation can be implemented as a
detailed method in which, when a random pattern for inter-
leaving is obtained, the random pattern is stored as a lookup
table in a storage medium and the lookup table is used to
smoothly perform random interleaving and de-interleaving.

When the above intra-column random reordering opera-
tion is applied, the order of elements of each column is deter-
mined without any regularity with the orders of elements of
other columns since, when random reordering is applied to
each column, the order of row positions of elements of each
column is individually changed based on random numbers
generated for the column, regardless of random patterns pro-
duced by random reordering of elements in neighboring col-
umns. Due to these characteristics, unique mapping patterns
of cells can be generated even though the same interleaver is
used for all cells.

Mathematical Expression 1 is an example representation of
the intra-column random reordering operation according to
the embodiment.

(", \=(RR(rc)€) [MATHEMATICAL EXPRESSION 1]

In Mathematical Expression 1, r and ¢ are variables repre-
senting row and column indices of an element of the block
interleaver to which an interleaver element has been mapped
or from which an interleaver element will be pruned before
the intra-column reordering operation is performed. ' and ¢'
are variables representing row and column indices of an ele-
ment of the block interleaver to which an interleaver element
has been mapped or from which an interleaver element will be
pruned after the intra-column reordering operation is per-
formed.
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In Mathematical Expression 1, an operation for generating
a unique reordering pattern of each column is defined as a
function RR(x, ¢). Any specific operation method for gener-
ating a unique reordering pattern of each column can be
represented by the function RR(r, ¢). Mathematical Expres-
sion 2 represents an example of the function RR(z, ¢).
RR(1,0)={r+CH(r,c)+CO(c) }%
R [MATHEMATICAL EXPRESSION 2]
In Mathematical Expression 2, a function CH(x, ¢) defines
hopping of a block interleaver element of a row index r (i.e.,
a row having index r) in a column index ¢ (i.e., a column
having index c)to an element corresponding to a unique value
within a range of R elements in a column vector using the two
(row and column) indices. In addition, a function CO(c)
defines addition of a different offset to all elements of each
column index c. A variety of operation methods can be rep-
resented using the function CH(r, ¢) and CO(c). Mathematical
Expression 3 and Mathematical Expression 4 represent
detailed examples of the functions CH(r, ¢) and CO(c) and the
function RR(x, r) specified by these two functions.

CH(rc)=r*c
CO(c)=c+P

RR(no)={r*(14+c)+c+P}%R [MATHEMATICAL EXPRESSION 3]

CH(r,c)=r*(c+P)
CO(c)=c+P

RR(n0)={r*(1+c+P)+c+P}%R[MATHEMATICAL EXPRESSION 4]

In Mathematical Expressions 3 and 4, “P” represents the
difference between an R value finally determined when the
number of rows of the block interleaver is determined to be a
prime number and an R value determined without taking into
consideration the prime number.

When a random pattern for each column is generated, a
random number may be generated within a range having a
row size of R so as to satisfy a mapping requirement of the
frequency domain that modulated symbols of a specific chan-
nel of a terminal be distributed and transmitted over a total
system bandwidth and also to satisfy a mapping requirement
of the time domain that modulated symbols of a specific
channel of a terminal be transmitted uniformly using n
OFDM symbols used for transmission.

If a random pattern is generated that does not satisty these
requirements, the following problem occurs. For example, in
the case where a control channel such as PHICH or PCFICH
is transmitted through a first OFDM symbol, the first OFDM
symbol may include a CCE to which none of the modulated
symbols of a control channel for a single terminal can be
mapped according to a cell-specific shift value since the num-
ber of REs available for PDCCH transmission in the first
OFDM symbol is small.

In one method to prevent this problem, a random pattern of
each column and a random pattern of a previous column can
be compared and a random number distance associated with
random numbers generated in each column of a block inter-
leaver for the modulated symbols of a specific channel of a
terminal can be determined to be less than the number of
interleaver elements that can be mapped to the first OFDM
symbol. Here, the random number distance can be defined as
the difference between the position index of a specific column
of a block interleaver for the modulated symbols of a control
channel of a specific terminal and the position index of a
column subsequent to the specific column.
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Taking into consideration the mapping requirement of the
time domain described above, it is possible to achieve better
effects in terms of transmission power scheduling and cover-
age of specific channels.

Another specific example of the method of intra-column
permutation in the block interleaver is intra-column permu-
tation (column-wise permutation) using a specific permuta-
tion pattern. This method can be implemented through a
specific permutation pattern based on row and column indices
of a resource element group that has been input to the block
interleaver. In the column-wise permutation method, it is
preferable that a permutation pattern applied to each column
be uniquely constructed for each column. This enables imple-
mentation of intra-column (column-wise) permutation pat-
terns with a very low correlation therebetween.

In the case where interleaving is performed based on a
specific permutation pattern using the block interleaver as
described above, the basic operating structure is similar to
that of the random interleaving of FIG. 5 with the only dif-
ference being that notations “ith-column random reordering”
and “ith-row random reordering” can be replaced with “ith-
column-wise permutation” and “ith-row-wise permutation”.
Here, “i” represents an index of each row or column when
interleaving is performed row by row or column by column.

The embodiment of the permutation pattern can be repre-
sented by the following Table 1.

TABLE 1

PERMUTATION PATTERNS

n =3 (sequence length is 144)

{5, 29, 50,51, 72, 88, 112, 130, 143, 15, 23, 43, 59, 82,99, 107,

131, 147,11, 27, 40, 61, 80, 100, 110, 123, 140, 16, 26, 44, 65, 78,
95,105,127, 145, 8,21, 42, 66, 83, 87, 104, 120, 134, 3, 25, 45, 58,
69, 90,103,126, 149, 9, 32, 46, 67,79, 98,102, 118, 136, 13, 30, 49,
53,75,97,114,121, 144, 6,17, 35, 56, 77,101, 106, 124, 142, 1, 19,
37, 60,74, 96, 116, 128, 139, 0, 24, 38, 57, 81, 91, 109, 133, 146, 4,
28, 34,54, 76, 85,108,129, 135, 7, 31, 48, 62,73, 89, 113,119, 137,
12, 33,47,55,71,92,117,122, 138, 2, 20, 36, 52, 70, 94, 115,125,
141, 10, 18, 39, 63, 68,86, 111,132, 148}

n =2 (sequence length is 72)

{7,12, 23,28, 40, 50, 52, 63, 67,4, 15, 26, 29, 41, 46, 57, 62,

70, 8, 13,22, 30, 38,49, 51, 66, 69, 2, 11, 19, 32, 39, 44, 54, 61, 68,
6,10, 24,27, 42,43,56, 59, 71,0,9, 25, 31, 35, 47, 58, 64,73, 5, 17,
20, 33,36, 45, 53, 60, 74, 3, 16, 18, 34, 37, 48, 55, 65, 72}

In Table 1, numbers in “{ }” denote sequence indices of
symbols in a modulated symbol sequence after interleaving,
which are arranged in the order of sequence indices of the
symbols in the modulated symbol sequence before interleav-
ing. “n” denotes the number of OFDM symbols used for
transmission of a specific channel. Here, sequence indices
can be sequentially allocated to symbols in the modulated
symbol sequence before interleaving in the order in which the
symbols are input to the interleaver (i.e., allocated sequen-
tially in the row direction in which the modulated symbols are
input to the block interleaver).

Thus, the sequence indices of symbols in a modulated
symbol sequence before interleaving can be referred to as
input sequence indices. That is, the index of an element of 1st
row and 1st column is determined to be 0, the index of an
element of 1st row and 2nd column is determined to be 1, and
the index of an element of 1st row and 3rd column is deter-
mined to be 2. After indices of all elements of the 1st row are
determined, the next index can be allocated to an element of
2nd row and 1st column. Remaining block interleaver ele-
ments can be sequentially analyzed using the same method.
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Here, sequence indices can be sequentially allocated to
symbols in the modulated symbol sequence after interleaving
in the order in which the symbols are output from the inter-
leaver (i.e., sequentially allocated in the column direction in
which the modulated symbols are output from the block inter-
leaver). The sequence indices of the symbols in the modulated
symbol sequence after interleaving are denoted by numbers
in Table 1. Thus, the sequence indices of symbols in the
modulated symbol sequence after interleaving can be referred
to as output sequence indices. That is, the index of an element
of 1st row and 1st column is determined to be 0, the index of
an element of 2nd row and 1st column is determined to be 1,
and the index of an element of 3rd row and 1st column is
determined to be 2. After indices of all elements of the 1st
column are determined, the next index can be allocated to an
element of 1st row and 2nd column. Remaining block inter-
leaver elements can be sequentially analyzed using the same
method.

According to the position index allocation method, Table 1
can be analyzed as follows. When n=3, amodulated symbol at
a Oth position is shifted to a 5th position after interleaving and
a modulated symbol at a 1st position is shifted to a 29th
position after interleaving. In this case, two identical symbols
before and after random interleaving are located in the same
column, which indicates that intra-column random interleav-
ing has been performed.

FIG. 5(b) illustrates how intra-row permutation is per-
formed using a block interleaver. This method is more effec-
tive when the input direction of the block interleaver is a
column direction. The method of FIG. 5(4) can be considered
the same as that of FIG. 5(a) in terms of the purposes and
characteristics of operations of the method. However, the
method of FIG. 5(b) is performed in a different random reor-
dering or permutation-related direction from that of FIG.
5(a).

Interleaver elements can be cyclically shifted using cell-
specific information such as a cell ID of each cell after the
block random interleaving process is completed as described
above. For example, an output sequence of the block inter-
leaver for a cell having a shift factor of O can be directly
mapped to physical REs without shifting and an output
sequence of the block interleaver for a cell having a shift
factor of 10 can be mapped to physical REs after cyclically
shifting elements of the sequence by 10.

The cell-specific cyclic shift operation can be performed
for the entirety of an output sequence of the block interleaver.
For example, an interleaving element corresponding to the
sum of a cell-specific value and a sequence position value (for
example, a sequence index) indicating a position in the output
sequence from the block interleaver can be mapped to an RE
corresponding to the sequence index of the output sequence
through the cell-specific shift operation. In this case, a
modulo operation using the size of the entire output sequence
may be added such that the sum of the cell-specific value and
the sequence index does not exceed the size of the entire
output sequence.

In addition, the cell-specific cyclic shift operation can be
performed on the block interleaver. For example, cyclic shift-
ing can be performed on the block interleaver column by
column in the same units in which permutation is performed.
Mathematical Expression 5 is an example representation of
an intra-column random reordering operation to which a
cyclic shift operation of interleaver elements using cell-spe-
cific information (for example, cell ID) is added.

(', =(RR(r.c)+S(Cell_ID),c) [MATHEMATICAL EXPRESSION 5]
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In Mathematical Expression 5, an operation for outputting
a shift factor value through a cell ID is represented by a
function S(Cell_ID). Mathematical Expression 6 represents
an example of the function S(Cell_ID).
S(Cell_ID,c)=+{Cell_ID+CO(c)}%R

CO(c)=c+P [MATHEMATICAL EXPRESSION 6]

Mathematical Expression 6 represents an example where a
different shift factor is generated for each column together
with cell-specific information. This example additionally
uses a function CO(c) that adds a different offset to all ele-
ments of each column index ¢ described above with reference
to Mathematical Expression 2.

Although Mathematical Expressions 5 and 6 represent
examples where cell-specific shift is performed after inter-
leaving is done through a block interleaver by separately
using a function that outputs a shift factor value, a cell-
specific value can also be taken into consideration when inter-
leaving is performed in the above Mathematical Expressions
210 4.

For example, it is possible to define and use a function
RR(x, ¢, Cell_ID) by additionally taking into consideration a
unique factor such as a cell ID in a function for generating a
unique reordering pattern of each column. Alternatively, it is
possible to define and use a function CH(r, ¢, Cell_ID) by
additionally taking into consideration a unique factor such as
a cell ID in a function for hopping to a unique value in each
column or to define and use a function CO(c, Cell_ID) by
additionally taking into consideration a unique factor such as
a cell ID in a function for adding a different offset to all
elements of each column index c.

Of course, it is possible to generate cell-specific unique
mapping patterns as described above by performing either the
shift or permutation operation. In addition, by using both the
shift and permutation operations in the interleaving operation
in the mapping procedure, it is possible to generate a larger
number of cell-specific mapping patterns than when inter-
leaving is performed using either the shift or permutation
operation alone.

Mathematical Expression 7 represents an example method
of representing an algorithm that can implement virtual inter-
leaving for an interleaving operation using the block inter-
leaver described above.

[MATHEMATICAL EXPRESSION 7]

r = floon(i/ C)
c=i%C
k={r*(l+c)+c+P% R+ (c)R
={floor(i/CY (1 +i{ % C)+i % C+ PY% R+ (i % O)'R

In Mathematical Expression 7, “r”” and “c,” which can be
defined as in the above Mathematical Expression, represent
position indices in the block interleaver allocated for virtual
interleaving. In addition, “i” and “k” represent the input
sequence index and the output sequence index of the block
interleaver that can be seen in the description of Table 1,
respectively. That is, the algorithm can be constructed using
relations between the input/output REG sequence indices i
and k for the specific interleaving operations of the block
interleaver described above.

Here, R, C, and P may have the same values as those used
when the block interleaver is implemented. A function
floor( ) is a truncation function which outputs the maximum
of integer values equal to or less than an input value.



US 9,055,580 B2

15

Using the virtual interleaving method, it is possible to
achieve block interleaving effects which can easily satisfy
mapping requirements in the time/frequency domain and
minimize inter-cell interference in multi-cell environments
without additional memory or complexity.

FIGS. 6(a) and 6(b) illustrate an example method for map-
ping a symbol sequence output from the block interleaver to
physical resource elements according to the embodiment of
the invention.

FIG. 6(a) represents an example where mapping is per-
formed according to a time (OFDM symbol)-first mapping
scheme. That is, in this method, the sequence of output sym-
bols are sequentially mapped to physical resource elements,
first on the time axis, by first increasing the OFDM symbol
index in the mapping order.

FIG. 6(b) represents an example where mapping is per-
formed according to a frequency (subcarrier)-first index map-
ping scheme. That is, in this method, the sequence of output
symbols are sequentially mapped to physical resource ele-
ments, first on the frequency axis, by first increasing the
subcarrier symbol index in the mapping order.

An index written in each block in FIGS. 6(a) and 6(5) is an
index of a specific modulated symbol group transmitted
through consecutive subcarriers. That is, #0 can represent
physical resource elements to which modulated symbols
included in a modulated symbol group 0 are mapped. In this
embodiment, a single modulated symbol group includes four
modulated symbols taking into consideration that the total
number of transmit antennas is 4. From FIG. 6, it can be seen
that modulated symbols are mapped to physical resource
elements excluding those for transmitting reference signals
RS0, RS1, RS2, and RS3 for the total of four antennas.

Embodiment 2

The following embodiments will be described with refer-
ence to more detailed examples where the block interleaving
operation described above is performed when a base station in
amobile communication system transmits a downlink control
channel carrying control information of multiple terminals,
i.e., a Physical Downlink Control CHannel (PDCCH).

In the following embodiments of the invention, a control
channel is transmitted using n OFDM symbols in a subframe
corresponding to a Transmit Time Interval (TTI) in an OFDM
communication system. Here, “n” represents the number of
OFDM symbols carrying a control channel. For example, in a
Long-Term Evolution (LTE) system, “n” can be selected from
natural numbers equal to or less than 3 (n<3).

Here, modulated symbols in a modulated symbol sequence
of'control channel information can be mapped to REs, respec-
tively. For example, the modulated symbol sequence may be
a sequence of symbols generated after a sequence of control
channel information bits undergoes all or part of channel
coding and rate matching, cell-specific scrambling, and
modulation as described above.

A Control Channel Element (CCE), which is a virtual
resource used for control channel scheduling, can be defined
as an element for transmitting a control channel of a single
terminal. Since the CCE is a logical resource, control infor-
mation of a terminal can be actually transmitted through
discontinuous physical resources even though the control
information of the terminal is transmitted through a set of
consecutive CCEs. Relations between logical/physical
resources can be predefined in the system.

A group of modulated symbols in a CCE mapped to each
REG can be defined as a mini-CCE when taking into consid-
eration mapping to an REG including REs corresponding to
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the same number of consecutive subcarriers as the number of
transmit antennas according to a multiple antenna transmis-
sion scheme. For example, modulated symbols in one mini-
CCE can be mapped to one REG.

The sizes of a mini-CCI and an REG can be determined to
correspond to each other. Each of the sizes of a mini-CCI and
an REG can be defined as including a variable number of
modulated symbols. For example, a mini-CCE can be con-
sidered a resource unit that includes a number of modulated
symbols corresponding to the number of transmit antennas.
Alternatively, a mini-CCE and an REG can each be defined as
a modulated symbol group including a fixed number of con-
secutive modulated symbols. For example, a mini-CCE can
be considered a resource unit including the same number of
modulated symbols as the number of subcarriers included in
a unit for application of an SFBC+FSTD technique, which
combines Space Frequency Block Coding (SFBC) and Fre-
quency Switched Transmit Diversity (FSTD) techniques, so
that the coding technique enabling simultaneous application
of'the SFBC and FSTD techniques is applied in a fixed format
or mannet.

Here, the amount of control information that can be trans-
mitted through a CCE can be defined according to a pre-
defined coding rate and modulation method. Pieces of corre-
sponding control information can be transmitted through one
or more CCEs so as to provide a terminal with a coding rate
achieving a specified reception quality with a modulation
method having been defined.

For example, control information bits transmitted through
a CCE can be defined as 48 bits when it is assumed thata CCE
in a system transmission band includes 36 REs, the coding
rate is %3, and the data modulation scheme is Quadrature
Phase Shift Keying (QPSK). Pieces of corresponding control
information may be transmitted through CCE aggregation of
one or more CCEs so as to provide a terminal with a coding
rate achieving a specified reception quality with a modulation
method having been defined.

Different CCEs can be defined for control information for
downlink data and control information for uplink data since
the size of control information for downlink data and the size
of control information for uplink data may be different.

A base station performs scheduling for control channel
transmission to multiple terminals through one or more CCEs
and then transmits a control channel by mapping the control
channel to multiple REs or REGs in the physical domain. In
the following description, a process for mapping CCEs to
resources in the physical domain will be referred to as “CCE
to RE mapping.”

One CCE-to-RE mapping method that can be considered is
distributed mapping. In this method, it is preferable that a
control channel of a specific terminal or CCEs included in the
control channel be mapped to physical REs in a distributed
manner over n OFDM symbols and a total system band.

In terms of the frequency domain, it is possible to obtain
frequency diversity gain by mapping CCEs to a total system
band such that the CCEs are distributed over the total system
band. In terms of the time domain, it is possible to increase
coverage and to support balanced transmission power of con-
trol channels by transmitting CCEs over n OFDM symbols.

Another CCE-to-RE mapping method that can be consid-
ered is cell-specific mapping. In this method, it is preferable
that CCEs be mapped to physical REs in a cell-specific pat-
tern (i.e., in a unique pattern for each cell). This enables
implementation of randomization of inter-cell interference in
multi-cell environments.

For example, in the case where a base station of each cell
uses the same CCE-to-RE mapping method in multi-cell
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environments, CCEs of each cell are mapped to the same
time/frequency resource elements and therefore inter-cell
interference of transmission of CCEs may be significantly
increased in a specific case of the method of allocation of
transmission power of CCEs.

More specifically, it is possible to support an adaptive
coding rate in order to guarantee as uniform an error rate as
possible in downlink control channels of the same type for
terminals in various channel environments and to satisfy a
preset error-rate requirement for different types of downlink
control channels. In the following description, “CCE aggre-
gation” actually refers to an Adaptive Modulation and Coding
(AMCQ) level.

Transmission power control can be applied to each indi-
vidual CCE aggregation level in a situation where limited
CCE aggregation is supported in order to effectively maintain
overhead of blind decoding of terminals. Here, significant
inter-cell interference may occur in a specific CCE-to-RE
mapping pattern in the case where the difference of transmis-
sion power between REs of the physical domain to which
individual CCEs are mapped is very high.

Accordingly, it is preferable that cell-specific CCE-to-RE
mapping be performed to achieve not only characteristics
capable of distributing CCEs of each cell uniformly over the
total time/frequency domain but also characteristics capable
of minimizing the influence of inter-cell interference through
randomization of the inter-cell interference.

Embodiment 3

FIG. 7 illustrates a mapping relation between virtual and
physical resources in an OFDM communication system.

Specifically, FIG. 7 illustrates an example where a
Resource Element Group (REG) in an OFDM symbol is a
group of k subcarriers, i.e., k Resource Elements (REs),
where l<ksmaximum number of transmit antennas sup-
ported in system.

In this case, mini-CCEs and REGs can be mapped one to
one. Here, it is preferable that mini-CCEs in one CCE be
mapped to REGs in a distributed manner through an inter-
leaving operation using a block interleaver 600 according to
the invention.

A modulated symbol sequence of CCEs output from the
block interleaver 600 can be sequentially mapped to physical
REs in the frequency or time domain in the order from physi-
cal REs of a first OFDM symbol to those of an nth OFDM
symbol. A specific rule can also be applied when modulated
symbols are sequentially mapped to the frequency or time
domain. In this process, it will be more effective to use ablock
interleaver with different input and output directions as
described above.

In this case, in the operation for mapping CCE symbols to
physical REs in a specific pattern, at least one of the modu-
lated symbols of every CCE transmitted in a subframe in a
specific bandwidth interval is mapped to physical REs. When
multiple antennas are used, at least one REG may be mapped
within a specific bandwidth interval.

In addition, since a specific bandwidth interval having such
characteristics is mapped to the total system bandwidth, it is
possible to satisty a mapping requirement of the frequency
domain that a CCE be mapped in a distributed manner over
the total system bandwidth. In addition, using the block inter-
leaver described above, it is possible to satisty the time
domain characteristics requirement that CCE symbols be uni-
formly mapped to each OFDM symbol according to a specific
uniformity condition.
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Consequently, applying the interleaving method with dif-
ferent input and output directions achieves uniform distribu-
tion of CCEs of each cell over the total time/frequency
domain in the CCE-to-RE mapping procedure. That is, opti-
mum time/frequency diversity gain can be obtained by uni-
formly mapping pieces of CCE information to REs in the
time/frequency domain.

When an REG is defined, it is possible to perform mapping
in units of REGs as described above. For example, mini-CCE
0 of CCE 0 can be mapped to REG 0 and mini-CCE i+1 of
CCE 1 can be mapped to REG 1.

Reference will first be made to a method of using the block
interleaver described above when mapping CCE to REs ofthe
time/frequency domain according to a CCE-to-RE mapping
method satisfying the above requirements and reference will
then be made to a virtual interleaving method for virtually
implementing block interleaving through setting of rules of
use of symbol memory address swapping and address
arrangement of an input symbol sequence, instead of imple-
menting block interleaver operations through additional
physical memory setting for each operation.

FIGS. 8(a) and 8(b) illustrate example methods for deter-
mining a block interleaver size according to an embodiment
of the invention.

A block interleaver size according to the embodiment can
be defined by the number of rows R and the number of
columns Cand the R and C values can be determined based on
not only an input CCE size but also a detailed operating
method of the block interleaver.

Specifically, FIG. 8(a) illustrates an example method for
determining a block interleaver size in the case where the
direction of input of modulated symbols to the block inter-
leaver is a row direction. Here, the number of columns C of
the block interleaver can be determined to be the CCE size
(i.e., the number of REs or REGs to which one CCE is
mapped). The number of rows R of the block interleaver can
be determined to be the maximum number of CCEs that can
be transmitted in one subframe.

By constructing a block interleaver such that one CCE can
be input to one row, modulated symbols of each of a plurality
of CCEs in one unit of transmission can be transmitted
through distributed REs using a simple operation of applying
different input and output directions.

By determining a column size of the block interleaver
taking into consideration the amount of control channel infor-
mation allocated to a specific terminal and performing a per-
mutation operation on interleaver elements in each column of
the block interleaver, it is possible to guarantee the require-
ment that, after a CCE is mapped to physical REGs, physical
REGs included in the CCE be located respectively in specific
frequency bandwidths.

By mapping mini-CCEs to REGs through an interleaving
operation that guarantees the requirement that mini-CCEs
included in a CCE be located respectively in specific fre-
quency bandwidths, it is possible to map one CCE to the total
frequency bandwidth such that the CCE is uniformly distrib-
uted over the total frequency bandwidth while preventing one
CCE from being mapped locally to a specific frequency band.

However, since the number of REs allocated for transmis-
sion of a control channel in n OFDM symbols can be changed
by transmission of another channel, some REG may remain
even when a maximum number of CCEs have been mapped to
C REGs. In this case, the maximum number of CCEs plus 1
can be determined to be the number of rows R.

More specifically, the maximum number of CCEs Nz
that can be transmitted through an OFDM symbol can be
defined to be
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In other words, R can be set to N z+1 if K is greater than
Neez*C and R can be set to N if K is equal to N *C.

In addition, when a block interleaver operates using a spe-
cific function to perform interleaving on each column of the
block interleaver after modulated symbols are input in a row
direction (row-wise), it may be preferable that the number of
rows R of the block interleaver be set to a prime number. If the
determined R value is a prime number, it can be directly
determined to be the number of rows R of the block inter-
leaver. If the determined R value is not a prime number, the
smallest prime number greater than the determined R value
can be determined to be the number of rows R of the block
interleaver.

In the following, let us assume that K is the total number of
REs or REGs that can be used for transmission of a control
channel in n OFDM symbols used for transmission of down-
link control channels through a subframe.

If the block interleaver size is determined by the R and C
values determined through the above method, mapping canbe
performed by pruning the same number of elements as the
difference between R*C and K. Here, K REs may include
Neoes*C REs used for CCE transmission and remaining
K-(Noc£*C) REs used for other channel transmission. The
frequency domain diversity can be optimized by determining
the block interleaver size also taking into consideration
K-(N.-z*C) REs, which are not used for transmission of
CCEs, among a total of K REs and performing block inter-
leaving according to the determination.

Here, the total number of K REs or REGs that can be used
for control channel transmission may exclude the number of
REs used for transmission of a Reference Signal (RS), a
Physical Control Format Indication Channel (PCFICH) car-
rying a Control Channel Format Indicator (CCFI) which is
information regarding a control channel transport format, a
Paging Indicator Channel (PICH) or a Physical Hybrid-ARQ
Indicator Channel (PHICH) carrying downlink (DL) ACK/
NACK, and the like in n OFDM symbols.

FIG. 8(b) illustrates an example method for determining a
block interleaver size in the case where the direction of input
of modulated symbols to the block interleaver is a column
direction. Details of the implementation method of FIG. 8(54)
are similar to those of F1G. 8(a) described above with the only
difference being that the number of columns C of the block
interleaver can be determined to be the maximum number of
CCE:s that can be transmitted in one subframe and the number
ofrows R of the block interleaver can be determined to be the
CCE size (i.e., the number of REs or REGs included in one
CCE).

As described above, the number of rows and the number of
columns of the block interleaver are basically defined based
on the maximum number of CCEs that can be transmitted
within available physical REs in association with CCEs
which are basic scheduling units for transmission of control
channel information. However, if the total number of REs
defined based on the maximum number of transmittable
CCEs is not exactly equal to the total number of physical REs
available for control channel transmission, time/frequency
domain diversity characteristics can be kept uniform by
applying the pruning technique.

In summary, the number of rows or columns of the block
interleaver (i.e., the size of the block interleaver) can be
increased or decreased according to the total number of avail-
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able physical REs and the number of rows and columns can be
changed or fixed with time depending on circumstances or
conditions (or requirements).

Embodiment 4

According to this embodiment, mapping can be imple-
mented after interleaving is performed using the block inter-
leaver described above through a method of multiplexing
CCEs for transmitting a control channel.

FIG. 9 illustrates an example multiplexing method which
can implement interleaving using a block interleaver accord-
ing to an embodiment of the invention.

Specifically, FIG. 9 illustrates an example where a total of
N CCEs (CCEO0,CCE 1, .. ., CCE N-1) can be transmitted
through one subframe and each CCE includes a total of 9
mini-CCEs (mini-CCE 0-mini-CCE 8).

Here, a mini-CCE can be defined as an entity correspond-
ing to a group of modulated symbols that are mapped to an
REG according to a multiple antenna transmission technique
among modulated symbols transmitted in a CCE as described
above. For example, when the number of transmit antennas is
4, amodulated symbol group including a total of 4 modulated
symbols can be defined as a mini-CCE. That is, in the follow-
ing description, we can assume that each mini-CCE is
mapped to an REG.

When mapping to an OFDM symbol is performed to trans-
mit N CCEs, a group of mini-CCEs is constructed such that
the group of mini-CCEs includes at least one mini-CCE of
each of the N CCEs according to this embodiment. The posi-
tions of mini-CCEs are mixed through random reordering or
permutation based on a specific permutation pattern in a
group of mini-CCEs. The length of a random sequence gen-
erated through random reordering may be limited to the maxi-
mum number of CCEs that can be transmitted in a subframe.

It is possible to perform random reordering on each group
s0 as to satisfy a requirement that, for each CCE, the distance
between the position of a mini-CCE of the CCE generated in
a previous group and the position of a mini-CCE of the CCE
generated in a current group be less than the number of REGs
that can be transmitted in the first OFDM symbol.

FIG. 9 illustrates an example where a group is constructed
such that it includes at least one of the mini-CCEs of each
CCE. That is, a total of 9 groups including a group GO includ-
ing a mini-CCE 0 of each CCE, a group G1 including a
mini-CCE 1 of each CCE, . . ., and a group G8 including a
mini-CCE 8 of each CCE can be formed in the example of
FIG. 9. The positions of REGs in each group such as group
GO, group G1, .. ., and group G9 can be randomly reordered.

Here, in the case where the input direction is a row direc-
tion in the method of using a block interleaver, it can be
assumed that the number of mini-CCEs in each group is equal
to the number of rows (# of rows) and the number of groups is
equal to the number of columns (# of columns).

This method can be commonly applied to every cell such
that random reordering is performed for each group and a
cell-specific shift of a mapping pattern is performed using
cell-specific information such as a cell ID and mapping to
physical REGs is then sequentially performed.

Embodiment 5

Reference will now be made in detail to an interleaving
operation of a block interleaver according to this embodiment
which can distribute REs, to which modulated symbols of
CCEs input to the block interleaver are mapped, over a total
system band so as to obtain frequency diversity gain.
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FIG. 10 illustrates a specification table provided to explain
methods of operating a block interleaver according to an
embodiment of the invention.

Four types of operations shown in FIG. 10 are defined as
block interleaving operations that are performed at a block
interleaver to accomplish purposes of CCE-to-RE mapping.

The four types can be considered extensions of the two
types described above with reference to FIG. 2. However,
while it is assumed in the description of FIG. 2 that an intra-
column permutation or intra-row permutation operation and/
or an inter-column permutation or inter-row permutation
operation is performed, it is assumed in the description of
FIG. 10 that an intra-column shift or intra-row shift operation
and/or an inter-column shift or inter-row shift operation is
performed.

As described above, input (writing) and output (reading)
directions of a block interleaver can be set to be different in
order to provide a basic diversity gain in the time-frequency
domain. As shown in FIG. 10, a row-wise writing & column-
wise reading type (Type 1) and a column-wise writing &
row-wise reading type (Type 2) can be defined as two oper-
ating types.

Combinations of two types of shift and permutation meth-
ods can be defined for each of the two types of input/output
methods (Type 1 and Type 2). In the following description, it
is assumed that these combinations can provide a basic diver-
sity gain in the frequency domain and can increase coverage
and support balanced transmission power of control channels
in the time domain.

Two types of methods, i.e., intra-column shift & inter-
column permutation (Method A) and intra-column shift &
inter-row permutation (Method B) are associated with Type 1.
Two types of methods, i.e., intra-row shift & inter-column
permutation (Method C) and intra-row shift & inter-row per-
mutation (Method D), are associated with Type 2.

Here, a different shift offset value or a different permuta-
tion pattern may be set for each row or each column so as to
obtain effects maximizing diversity and randomization.

FIGS. 11(a) and 11(b) illustrates a shift operation in an
interleaving operation method using a block interleaver
according to an embodiment of the invention. In FIGS. 11(a)
and 11(4), N,,,,, denotes the number of rows and N, denotes
the number of columns.

The shift operation can be performed such that modulated
symbol sequences of CCEs input to the block interleaver are
shifted by a specific offset value in either a row or column
direction of a block interleaver.

For example, when an intra-column shift shown in FIG.
11(a) is performed, the row positions of CCEs input to the
same column of the block interleaver are changed by the same
offset value. In addition, when an intra-row shift shown in
FIG. 11(b) is performed, the column positions of CCEs
included in the same row of the block interleaver are changed
by the same offset value.

Especially, when the input direction of the block inter-
leaver is a row direction and the output direction is a column
direction, i.e., in the case of Type 1, the intra-row shift opera-
tion is performed as shown in FIG. 11(a) and, when the input
direction of the block interleaver is a column direction and the
output direction is a row direction, i.e., in the case of Type 2,
the intra-column shift operation is performed as shown in
FIG. 11(5), thereby improving diversity or randomization
characteristics.

Time/frequency mapping characteristics can be main-
tained by shifting within a row or column alone taking into
consideration input and output directions, and mapping pat-
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terns obtained after mapping is done can also be made various
by defining a shift offset value (the extent of shift) for each
row and for each column.

More specifically, cell-specific information such as a cell
ID can be used to generate a shift offset value or a shift pattern
based on the shift offset value in the intra-row or intra-column
shift operation as described above. If a shift pattern is gener-
ated using cell-specific information such as a cell ID, it is
possible to generate a different interleaver output (i.e., a
unique mapping pattern) for each cell even though an intra-
column or intra-row shift operation is performed using the
same interleaver structure for different cells as can be seen
from FIGS. 11(a) and 11(5).

Accordingly, even when an intra-column or intra-row shift
operation is performed using the same interleaver structure at
a plurality of cells, cell-specific shift results can be obtained,
thereby minimizing the influence of inter-cell interference of
a control channel of each cell.

FIGS. 12(a) and 12(b) illustrate an example method for
mapping a control channel interleaved using a block inter-
leaver according to an embodiment of the invention.

In this embodiment, interleaving is performed using a
block interleaver according to Type 1 & Method A (row-wise
writing & column-wise reading, intra-column shift, inter-
column permutation).

FIG. 12(a) illustrates a procedure in which CCEs transmit-
ted in a subframe are input to a block interleaver in a row
direction of the block interleaver. FIG. 12(b) illustrates a
method for performing an intra-column shift operation
among the block interleaving operations using a block inter-
leaver.

Mathematical Expression 8 represents an example of the
cell-specific intra-column shift.

O,uiz=Cell ID%R

(7, =((r+0 ) %R, [MATHEMATICAL EXPRESSION 8]

wherer=0,1,...,R-1,¢=0,1,...,C-1

In Mathematical Expression 8, R represents the number of
rows of the block interleaver, C represents the number of
columns, (r, ¢) represents an address of row and column
before interleaving, and (¢', ¢') represents an address of row
and column after interleaving. And, 0, represents a cell-
specific factor used for a cell-specific intra-column shift
operation.

If a cell-specific intra-column shift operation is performed
according to the interleaving operation represented in FIG. 8,
rows in each column are shifted using a unique Oshift value
for each cell, thereby achieving a pattern in which the posi-
tions of modulated symbols of each CCE in each column of
the block interleaver are unique for each cell.

FIG. 12(c¢) illustrates a method for performing an inter-
column permutation operation among the block interleaving
operations using a block interleaver.

Mathematical Expression 9 represents an example of the
cell-specific inter-column permutation.

O,porm=|CellID/R |

f

(7= P+0pey)%C),  [MATHEMATICAL EXPRESSION 9]

wherer=0,1,...,R-1,¢=0,1, ..
number with C

In Mathematical Expression 9, R represents the number of
rows of the block interleaver, C represents the number of
columns, (r, ¢) represents an address of row and column
before interleaving, and (¢', ¢') represents an address of row

and column after interleaving. And. represents a cell-

., C-1, P=relative prime

g Operm
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specific factor used for a cell-specific inter-column permuta-
tion operation. In addition, P represents a natural number
relatively prime to C, which is the number of columns, and
may have one or more values according to the value of C.

If the cell-specific inter-column permutation operation is
performed, the order of columns is changed using a unique
Oshift value for each cell, so that the positions of columns is
unique for each cell after the interleaving operation is per-
formed.

FIG. 12(d) illustrates how interleaved modulated symbols
of CCEs are output in a column direction from a block inter-
leaver.

As described above, block interleaver operation is not
changed and interleaving results may exhibit identical forms
when input and output directions are changed. For example,
when the input direction of the block interleaver is changed
from a column direction to a row direction, an intra-column
shift operation and an inter-column permutation operation,
which are operations of the block interleaver, are replaced
with an intra-row shift operation and an inter-row permuta-
tion operation, respectively. This indicates that the interleav-
ing results can exhibit identical forms while only directions
associated with the interleaving operation have been
changed.

FIG. 12(e) illustrates partial results of mapping of an inter-
leaved sequence of modulated symbols output from a block
interleaver to time/frequency resources in a subframe.

In the case where mapping is performed in units of REGs,
each including k REs, in order to support a transmit diversity
technique of control channels, modulated symbols of CCEs
are interleaved in units of modulated symbol groups, each
including k modulated symbols, at the block interleaver and
are then mapped to REGs in units of modulated symbol
groups.

FIGS. 13(a) to 13(d) illustrate another example method for
mapping an interleaved control channel using a block inter-
leaver according to the embodiment of the invention.

This embodiment provides a method for performing a per-
mutation operation or a cell-specific inter-column permuta-
tion operation at an output procedure rather than separately
performing the operations. Embodiments of a CCE-to-RE
mapping process at each step and block interleaver operations
are described below in detail and specifically with reference
to FIGS. 13(a) to 13(d).

In this embodiment, interleaving is also performed using a
block interleaver according to Type 1 & Method A (row-wise
writing & column-wise reading, intra-column shift, inter-
column permutation).

Operations of FIGS. 13(a) to 13(c) can be seen from the
description of operations of FIGS. 12(a) to 12(¢).

However, FIG. 13(c¢) also shows an output process.
According to the example of FIG. 13(c), modulated symbols
are output in a column direction, wherein columns can be
output in any order of columns rather than being output
sequentially starting from the first column.

FIG. 13(d) illustrates partial results of mapping of an inter-
leaved sequence of modulated symbols output from a block
interleaver to time/frequency resources in a subframe. It can
be seen from FIG. 13(d) that mapping results of FIG. 13(d)
are identical to those of FIG. 12(e).

In FIGS. 12(e) and 13(d), a Physical Resource Element
(PRE) and a Physical Resource Element Group (PREG) can
be constructed so as to include k adjacent REs among REs at
positions other than positions of REs occupied by a reference
signal, a PCFICH, and a PHICH among all REs present in n
OFDM symbols and a given system bandwidth.
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If control channel elements are mapped to physical
resource elements by performing block interleaving as
described above, it is possible to minimize inter-cell interfer-
ence in multi-cell environments while satisfying mapping
requirements in the time/frequency domain described above.

Although not illustrated as a detailed example, it will be
apparent that operations of Type 1 & Method B (row-wise
writing & column-wise reading, intra-column shift, inter-row
permutation), Type 2 & Method C (column-wise writing &
row-wise reading, intra-row shift, inter-column permutation),
and Type 2 & Method D (column-wise writing & row-wise
reading, intra-row shift, inter-row permutation) can be imple-
mented as processes and methods identical to detailed inter-
leaving operations/configurations and processes using a
block interleaver in the CCE-to-RE mapping procedure of the
Type 1 & Method A scheme described above.

Mapping patterns generated through such processes and
methods will have unique characteristics for each cell and
satisfy time/frequency domain mapping and inter-cell inter-
ference randomization characteristics as in the case of Type 1
& Method A described in a section below.

Reference will now be made to various embodiments of
determination of cell-specific 0, values in an intra-column
shift operation described above in Mathematical Expression
8. First, a more generalized intra-column shift operation can
be represented by the following Mathematical Expression 10.

Input(rc)»=0,1, ..., Nogy—1

Output(#’, c)r=(r+v(cell_ID,cell_group_ID)+w(c))mod
[MATHEMATICAL EXPRESSION 10]

row

In Mathematical Expression 10, a v(cell_ID, cell_
group_ID) function represents an intermediate function that
can provide an RE mapping pattern index sequence adapted
to each cell or each cell group using a cell ID or a cell group
ID. Through v(cell_ID, cell_group_ID), it is possible to out-
put a shift offset value for coordination and randomization for
cell-specific RE mapping pattern index allocation. w(c) rep-
resents an output function for outputting a column-based shift
offset for implementing an intra-column shift operation.
Through w(c), it is possible to generate various offset values
that can be used for a specific form of implementation of an
intra-column shift operation. One of the v(cell_ID, cell_
group_ID) and w(c) functions can be set and used as a null
function.

On the other hand, if the same offset value is applied to shift
each column in the intra-column shift operation, it is possible
to obtain the same results as an inter-row permutation opera-
tion. The following Mathematical Expression 11 represents
an embodiment of inter-row permutation for shifting a CCE
group or all groups using a unique fixed offset for each cell.

Input(rc)»=0,1, ..., Nogy—1

Output(#’,c)r=(r+offset(cell_
ID))mod N,

row

[MATHEMATICAL EXPRESSION 11]

In Mathematical Expression 11, offset(cell_ID) represents
a function for generating a unique shift offset for each cell
using a cell ID.

FIG. 14 illustrates an example where a block interleaver
operates according to Mathematical Expression 11.

In the example of FIG. 14, an offset(cell_ID) value of “0”
is set for cell A and an offset(cell_ID) value of “1” is set for
cell B. Results of the inter-row permutation operation can be
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achieved by setting the same shift offset value for every
column of the block interleaver as described above.

A specific embodiment of grouping and allocating RE
mapping patterns for every 3 cells (cell_ID=0, 1, 2) in the
above embodiment can be represented by the following
Mathematical Expression 12.

Input(re)r=0,1,. .. ,N,,,~1

Output(#’,c)r=(r+|N,,,./3 |

cell_ID)mod N,,,, [MATHEMATICAL EXPRESSION 12]

Mathematical Expression 12 can be considered an example
implementation of inter-row permutation for coordination of
inter-cell interference.

FIG. 15 illustrates an example where a block interleaver
operates according to Mathematical Expression 12.

In the example of FIG. 15, a cell_ID value of “0” is set for
cell A, a cell_ID value of “1” is set for cell B, and a cell_ID
value of “2” is set for cell C.

If the two above embodiments implement inter-row per-
mutation based on coordination of inter-cell interference, an
intra-column shift operation for allocating an offset that ran-
domly varies for each subframe based on a cell ID and a cell
group ID as an inter-row permutation operation based on
interference randomization can be represented by the follow-
ing Mathematical Expression 13.

Input(re)r=0,1, ..., N,o—1

Output(#’,¢)r'=(r+random_gen(cell_ID,cell_
group_ID))mod N,,,, [MATHEMATICAL EXPRESSION 13]

In Mathematical Expression 13, random_gen(cell_ID,
cell_group_ID) represents a function for outputting a random
value each time block interleaving is applied to a subframe
and an individual REG. This function can generate a cell-
specific pattern using a cell ID and a cell group ID.

Among embodiments of an intra-column shift operation
wherein a different offset is applied to each column in the
intra-column shift operation, an embodiment wherein shift is
performed at the same intervals using an offset of constant k
for each column is represented by the following Mathemati-
cal Expression 14.

Input(re)r=0,1, ..., N,o—1

Output(#’,c)=r'=(r+c-k)mod
[MATHEMATICAL EXPRESSION 14]

row

in case of a constant value of k

An embodiment in which a unique inter-row permutation
operation for each cell is implemented together with an intra-
column shift operation in the embodiment of Mathematical
Expression 14 is represented by the following Mathematical
Expression 15.

Input(re)r=0,1, ..., N,o—1

Output(#’,c)r=(r+offset(cell_

ID)+c-k)mod N,,,,, [MATHEMATICAL EXPRESSION 15]

in case of a constant value of k

As illustrated in Mathematical Expression 15, it is possible
to allocate a unique RE mapping pattern for each cell using a
unique offset(cell_ID) value for each cell and a common
offset(cell_ID) value of k for every cell.
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Mathematical Expression 16 represents an embodiment
wherein a random value is generated for each column to apply
a variable offset.

Input(rc)»=0,1, ..., N,

Output(#’,¢)r'=(r+random_gen'(cell_ID,cell
group_ID))mod N, [MATHEMATICAL EXPRESSION 16]

row

In Mathematical Expression 16, random_gen'(cell_ID,
cell_group_ID) represents a function for generating a random
value for each column in order to implement an embodiment
wherein a shift offset is randomly allocated to an RE mapping
pattern for an intra-column shift operation.

Mathematical Expression 17 represents an example
method of representing an algorithm for implementing virtual
interleaving for an interleaving operation using the block
interleaver described above. In Mathematical Expression 17,
“PREG(j)” represents j-th physical resource element.

[MATHEMATICAL EXPRESSION 17]

j=0
For (i=0;i<R-C;i++)
{
Q={a" O, + (C- ay|iR]}% C
Temp={ ((i%R)+R(1+C)- }
O Q) % R}C+Q

Main interleaving function

If (Temp < # of useful REGs) Address
{ } adjustment for
PREG (j) = Temp pruning
J++
¥
¥

In Mathematical Expression 17, R represents the number
of rows of virtual interleaving, C represents the number of
columns, (r, ¢) represents an address of row and column
before interleaving, and (¢', ¢') represents an address of row
and column after interleaving. And, 0,.,,, represents a cell-
specific factor used for a cell-specific inter-column permuta-
tion operation and 0,,, , represents an offset value as a cell-
specific factor used for a cell-specific intra-column shift
operation.

[P}

In the virtual interleaving representation, “c” used for cal-
culation of a Q value is a value that is variable according to C
and P, where P represents a natural number relatively prime to
C, which is the number of columns, and may have one or more
values according to the value of C. Tables 2 to 5 illustrate
some combinations of the values of P and a that can be used
according to the value of C.

TABLE 2
c=3
P a
2 2
3 3
4 1
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TABLE 3
C=6
P a
5 1
TABLE 4
c=9
P a
2 4
4 2
5 7
7 5
8 1
TABLE 5
c=12
P a
5 7

w

If control channel elements are mapped to physical
resource elements through the virtual interleaving procedure
as described above, it is possible to satisty the mapping
requirements of time/frequency domain and to minimize
inter-cell interference in multi-cell environments.

Embodiment 6

According to this embodiment, in the CCE-to-RE mapping
procedure described above, one or more groups, each includ-
ing one or more CCEs, can be defined for more efficient
mapping and CCEs can be mapped using the defined groups.

FIGS. 16(a) and 16(5) illustrate a method for defining a
specific group including all or part of one or more CCEs
according to an embodiment of the invention.

FIG. 16(a) illustrates an example method in which CCEs
constructed to be transmitted in a single subframe are inte-
grated into a single modulated symbol sequence and groups
of arbitrary numbers of CCEs or REs are defined in the
integrated modulated symbol sequence.

Specifically, FIG. 16(a) illustrates a method in which
groups are defined in units of arbitrary numbers of CCEs and
modulated symbols in each arbitrary number of CCEs are
included in a corresponding group. For example, it can be
seen from FIG. 16(a) that a total of n groups is defined and
Group #1 includes CCE#1, CCE#2, . . ., and CCE#L, Group
#2 includes CCE#L+1, CCE#L+2, . . ., and CCE#M, and
Group #n includes CCE#M+1, CCE#M+2, . . ., and CCE#N.
Here, N is the total number of CCEs transmitted in a corre-
sponding subframe.

FIG. 16(b) illustrates a method in which groups are defined
such that each group includes one or more CCEs while modu-
lated symbols included in a CCE can be distributed so as to be
included in different groups.

Specifically, FIG. 16(b) illustrates a group definition
method in which each CCE is divided into one or more CCE
segments and a segment(s) of every CCE is included in one
group so that modulated symbols included in one CCE are

10

15

20

25

30

35

40

45

55

60

65

28

distributed so as to be included in different groups. For
example, as shown in FIG. 16(b), a total of n groups are
defined and each CCE is divided into a number of CCE
segments (for example, n CCE segments) corresponding to
the number of defined groups. CCE segment #1 (S1) of each
CCE is included in Group #1, CCE segment #2 (S2) of each
CCE is included in Group #2, and CCE segment #n (Sn) of
each CCE is included in Group #n.

When one or more groups are defined using the above
methods, the total number of defined groups, the number of
CCEs included in one group, or the number of modulated
symbols of each CCE included in one group can be deter-
mined in various manners. For example, these numbers can
be determined in association with the following method for
mapping to an OFDM symbol carrying a control channel
using groups defined as described below.

FIGS. 17(a) and 17(b) illustrate the method for mapping to
an OFDM symbol for transmitting a control channel using
groups defined according to an embodiment of the invention.

FIG. 17(a) illustrates an example where groups are mapped
respectively to n OFDM symbols for control channel trans-
mission. In this case, the total number of defined groups may
be n and the number of modulated symbols included in one
group may be determined to be proportional to or correspond
to the number of Physical Resource Elements (PREs), which
can be used for transmission of control information of CCEs,
included in one OFDM symbol.

As shown in FIG. 17(a), modulated symbols included in
Group #1 are mapped to a first OFDM symbol in a subframe
corresponding to a Transmit Time Interval (TTI), modulated
symbols included in Group #2 are mapped to a second OFDM
symbol, and modulated symbols included in Group #n are
mapped to an nth OFDM symbol. Although groups are
sequentially mapped to n OFDM symbols for control channel
transmission in the example illustrated in FIG. 17(a), the
order of mapped OFDM symbols may be changed as needed.

FIG. 17(b) illustrates an example where one or more (for
example, m) subbands, each including one or more subcarri-
ers, are constructed in the frequency axis for a total of n
OFDM symbols for control channel transmission. In the
example illustrated in FIG. 17(5), each group is mapped to
one of the m subbands. In this case, the total number of
defined groups may be m and the number of modulated sym-
bols included in one group may be determined to correspond
to the number of Physical Resource Elements (PREs), which
can be used for transmission of control information of CCEs,
included in one subband.

As shown in FIG. 17(b), modulated symbols included in
Group #1 are mapped to a first subband in a subframe corre-
sponding to a Transmit Time Interval (TTI), modulated sym-
bols included in Group #2 are mapped to a second subband,
and modulated symbols included in Group #m are mapped to
an mth subband. Although groups are sequentially mapped to
the subbands in the example illustrated in FIG. 17(5), the
order of mapped subbands may be changed as needed as in the
example of FIG. 17(a).

PREs that can be used for transmission of control informa-
tion of CCEs may be PREs allocated for control channel
transmission among all PREs corresponding to a TTI, exclud-
ing all or part of PREs for transmission of pieces of informa-
tion that are not transmitted through CCEs. Here, examples of
the information not transmitted through CCEs include a ref-
erence signal, a PCFICH, a PHICH, and a PICH.

In the case where all or part of REs allocated for transmis-
sion of a PCFICH, a PHICH, and a PICH, other than CCEs,
and a reference signal are included in PREs mapped for
transmission of control information of CCEs, symbol punc-
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turing may be performed on the all or part of the REs after
CCE-to-RE mapping is terminated.

FIG. 18 illustrates another method for defining a group
including all or part of one or more CCEs according to an
embodiment of the invention.

Reference will now be made to a group definition method
that can be applied when the sizes of groups, i.e., the numbers
of REs included in the groups, are different in the method
described above with reference to FIG. 16(b) wherein modu-
lated symbols included in a CCE are distributed so as to be
included in different groups.

As shown in an upper side of FIG. 18, when each CCE is
divided into one or more CCE segments so that a CCE seg-
ment of each CCE is included in one group, the size of each
CCE segment, i.e., the number of modulated symbols
included in each CCE segment, can be determined indepen-
dently of each other.

That is, when each group has a different size, the size of
each CCE segment can be determined to be proportional to
the size of each group. For example, in the case where a total
of'3 groups are defined and the ratio of the sizes of the groups
is 1:1:1.5, the ratio of the sizes of CCE segments included in
each CCE may be determined to be the same as 1:1:1.5.

An example where each group constructed according to
this embodiment is mapped to one of the total of n OFDM
symbols for control channel transmission will now be
described in more detail with reference to the upper and lower
sides of FIG. 18.

When modulated symbols of each CCE are transmitted by
distributing the modulated symbols over n OFDM symbols,
the ratio of the respective numbers of modulated symbols
distributed to the n OFDM symbols may be equal to the ratio
of'the respective numbers (for example, M1:M2:M3) of PREs
that can be used for CCE transmission of the OFDM symbols.
Here, when control information is transmitted through 3
OFDM symbols, the values of M1, M2, and M3 are numbers
obtained by subtracting the number of PREs used for other
control information from M which is the number of PREs
included in each of the OFDM symbols.

The number of PREs that can be used for CCE transmission
may actually vary for each OFDM symbol due to other con-
trol information. Accordingly, if modulated symbols of one
CCE are mapped to OFDM symbols by distributing the same
number of modulated symbols over each OFDM symbol
without taking into consideration the respective numbers of
REs that can be used for CCE transmission in the OFDM
symbols, the number of CCEs that can be transmitted in a
subframe may be limited to the number of CCEs that can be
transmitted through an OFDM symbol including the largest
amount of other control information.

Each of the smallest rectangles 40 in the lower portion of
FIG. 18 represents a PRE and dark portions 41 represent
PREs that are not used for actual CCE-to-RE mapping and,
instead, are used for purposes other than CCE transmission.

An embodiment of a method (i.e., a CCE segment configu-
ration method) in which modulated symbols of a CCE are
divided and allocated to the OFDM symbols such that the
respective modulated symbols allocated to the OFDM sym-
bols are proportional to the respective numbers of PREs that
can be used for CCE transmission in the OFDM symbols (for
example, at aratio of M1:M2:M3) will now be described with
reference to the following Mathematical Expressions. Nota-
tions used in the following Mathematical Expressions were
selected for the sake of convenience and it will be apparent
that it is possible to use any other notations with the same
meanings.
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The following Mathematical Expression 18 represents an
example CCE segment configuration in the case where no
transmit diversity scheme is used for control channel trans-
mission.

[MATHEMATICAL EXPRESSION 18]
[Non — SFBCcase]
Di+n

symbol() _
Ngg

—— XCCE,, | or
M

J

M:
=

(.
I

X CCEg;,e +0.5

=l

or round

M;

3
2 M
=

Di=n

X CCEq,

n-1
bol(i) ol j)
NREP = CCEge - Y NRE™Y
J=1

NEEG) = | (M: [ (NBEE)]

NGy = min{NEEE (D)}

M; = availableREs for PDCCHin i-th OFDMsymbol
M = thenumberof REs in an OFDMsymbol
CCEg,e = # of REsin a CCE

NEg! bolll) — thenumberof REs of a CCEin i-th symbol

In Mathematical Expression 18, M denotes the number of
PREs included in an OFDM symbol and M, denotes the num-
ber of PREs that can be used for control channel transmission
in an ith OFDM symbol. Here, M, can be defined as the
number of PREs other than all or part of PREs used for
transmission of other control information. CCE, , denotes
the number of modulated symbols included in a CCE.

In addition, N, 2"**? defined as the number of REs
mapped to an ith OFDM symbol when REs of a CCE are
transmitted in a distributed manner over n OFDM symbols.
As can be seen from Mathematical Expression 18, the value
of N, ;27" ofeach ith OF DM symbol may vary depending
on the value of M, at the OFDM symbol. The value of
N,z can be determined to be proportional to a ratio
between the number PREs that can be used for control chan-
nel transmission in n OFDM symbols and the number PREs
that can be used for control channel transmission in the ith
OFDM symbol as in the example of Mathematical Expres-
sion 18.

An operation such as flooring or rounding can be per-
formed in order to obtain an accurate N, ;2"**“") value. When
the flooring operation is used, an operation for adding 0.5 to
N27%°" may be performed to obtain the same effects as
rounding in order to prevent excessive reduction of
N,z of one OFDM symbol due to flooring.

Neoeg" (1) is defined as the maximum number of CCEs
that can transmit modulated symbols having a length of
N,z in an ith OFDM symbol. In addition, N .. is
defined as a value having the minimum value of N..z"“*(1)
and the defined N..z"** may be the maximum number of
CCE:s that can be transmitted in one subframe.
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Using this method, the distribution of modulated symbols
of a CCE for each OFDM symbol can be adjusted so as to
achieve uniform frequency diversity gain for each OFDM
symbol even in environments where the number of PREs that
can be used for CCE transmission in each OFDM symbol
varies.

The following Mathematical Expression 19 represents an
example CCE segment configuration in the case where SFBC
is used as a transmit diversity scheme for control channel
transmission. Specifically, Mathematical Expression 19 rep-
resents an example where each PRE is defined as a pair of
adjacent subcarriers in the case where a multiple antenna
transmit diversity technique using two transmit antennas for
control channel transmission is applied. Here, the pair of
adjacent subcarriers may include two closest subcarriers
among all subcarriers excluding subcarriers to which pieces
of information not transmitted through CCEs are mapped.

[MATHEMATICAL EXPRESSION 19]

[SFBC case] — RE:# of paired sub-carrier
Di+n
wap =| e xcer, | o
3 Mj
=t
,
m X CCEy,, +0.5| or round
X M;
=1
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X Mj
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2) i=
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L 3 MR
=
. bol(i
NEgR() = [ Mf [ (NRE)]
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M| = available REs for PDCCH in i — th OFDM symbol= [TJ

M
M’ = the number of REs in an OFDM symbol = [7J

CCE;,, =# of REs in a CCE =

size

CCEgize
=]

N,Sey'"bom) the number of REs of a CCE in i - th symbol

The meanings of notations defined in Mathematical
Expression 19 are the same as those of Mathematical Expres-
sion 18. However, Mathematical Expression 19 represents an
example where calculation is made using PREs, each includ-
ing two subcarriers, taking into consideration SFBC. That is,
taking into consideration PREs, each including two subcar-
riers, M, M,, and CCE_,_, can be redefined as M', M',, and

CCE',,., as 111ustrated in Mathematical Expression 2.

Mathematical Expressions 20 and 21 illustrate example
calculations of Mathematical Expression 19 in the case where
one CCE includes 36 REs and 48 REs and three OFDM
symbols are used for a control channel when the system
transmission bandwidth is 5 MHz and 10 MHz, respectively.
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[MATHEMATICAL EXPRESSION 20]
Example) 5 MHz, 47x RE Structure, SFBC
M’ =150
M =100, M} =100, M3 = 150
CCE,;,, =18

size

100
Ngmboll) {ﬁ x18 +0.5J =5,

100
NI _ {350 «18 + o_sJ =5,

Ngmbol®) — 18 _10=8
. 100
NZS(1) = {TJ =20,
. 100

N (2) = {TJ =20,
. 150

Neg o =| = | =18
NZS =18

[MATHEMATICAL EXPRESSION 21]
Example) 10 MHz, 4Tx RE structure, SFBC
M’ =300

M; =200, M} =200, M} = 300

CCEl, =24
200
symbol(1) _
Ngg {700><24+0.5J_7,
200
symbol(2) _ | 2V _
Npe _{700><24+0.5J 7,
NEFP =24 -14=10
- 200
Neg ) =| 52| =2,
- 200
NESE(2) = {TJ =128,
e =22 | =30
CCE { 10 J -

N =08

FIG. 19 illustrates a method for performing mapping using
a group definition method according to an embodiment of the
invention.

The first step (step 1) of the method can be referred to as a
CCE grouping step. At this step, N CCEs, each of which
includes modulated symbols constructed from a control
information bit sequence to be transmitted in each subframe,
or partial CCE segments of each CCE can be defined as one or
more groups (for example, N, groups) for a given purpose.

The second step (step 2) can be referred to as a permutation
step. At this step, to achieve a given purpose, permutation can
be performed on sequences of REs of all or each of the N,
groups generated through the CCE grouping process of the
first step.

The final, third step (step 3) can be referred to as an RE
mapping step. At this step, a modulated symbol sequence
permutated at the above second step can be mapped to one or
more PREs defined according to a specific RE mapping
method according to a given purpose. In the following
description, the method of mapping modulated symbols in
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CCEs to PREs in the time-frequency domain in a physical
channel is defined as an RE mapping method.

An embodiment of the RE mapping method can be pro-
vided as follows. In the case where one or more RE-level
distribution transmission schemes are selected for the pur-
pose of achieving frequency diversity gain for PREs that are
defined as combinations of OFDM symbols and subcarriers
or sets of subcarriers in an OFDMA system, a specific RE
mapping method for mapping to specific REs to achieve the
above purpose for a group(s) or all REs received from the
previous step can be defined and performed at the third step.

The above steps can be combined to design a CCE-to-RE
mapping procedure. The steps of the CCE-to-RE mapping
procedure may be designed independently of each other and
may also be designed in association with each other or
designed as an integrated procedure for the sake of simplify-
ing and optimizing the procedure. Reference will now be
made in more detail to various embodiments that can imple-
ment the steps described above.

FIG. 20 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

This embodiment is a detailed embodiment of step 1 of
FIG. 19. Descriptions of operations of steps 2 and 3 are
omitted since they are identical to those described above with
reference to FI1G. 19. This embodiment relates to an example
where a method for defining groups of modulated symbols of
CCE:s constructed to be transmitted in a subframe in units of
anarbitrary number of CCEs or modulated symbols is applied
at step 1 of FIG. 19.

CCEs constructed to be transmitted in a subframe are inte-
grated into a modulated symbol sequence at step 1-1 of FIG.
20 and the integrated modulated symbol sequence is divided
into one or more groups at step 1-2. In the following descrip-
tion, a method of defining groups in units of an arbitrary
number of CCE:s is referred to as CCE level grouping. In this
case, mapping to PREs defined in a time-frequency domain
can be performed at the CCE level.

The number of groups N ;5 generated by the grouping and
the size of each group can be equal or different depending on
a given purpose and situation. Reference will now be made to
examples of a method for determining the number of groups
Nz generated by grouping and a CCE size of each group
when the CCE level grouping scheme is applied.

FIG. 21 illustrates an example method using the CCE level
grouping scheme according to an embodiment of the inven-
tion.

The example of FIG. 21 is an embodiment of the CCE level
grouping scheme, i.e., an embodiment of steps 1-1 and 1-2 of
FIG. 20, wherein grouping is performed for each OFDM
symbol in the time domain. That is, in this case, CCEs are
integrated at step 1-1 and the integrated modulated symbol
sequence is divided into one or more groups at step 1-2.

The number of groups (N5) generated by the grouping
can be determined to be the number of OFDM symbols (n)
and the CCE size of each group can be determined to be the
number of available PREs included in an OFDM symbol
corresponding to each group. Here, the size of each group can
be equal or different depending on a given purpose and situ-
ation.

FIG. 22 illustrates another example method using the CCE
level grouping scheme according to an embodiment of the
invention.

The example of FIG. 22 is an embodiment of the CCE level
grouping scheme, i.e., an embodiment of steps 1-1 and 1-2 of
FIG. 20, wherein grouping is performed for each subband
including an arbitrary number of subcarriers in the frequency
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domain. That is, in this case, the number of groups (N5z)
generated by grouping of an integrated RE sequence at step
1-1 can be determined to be the number of subbands (m) and
the CCE size of each group can be determined to be the
number of available PREs included in a subband correspond-
ing to each group.

Each subband can be defined as a set of actual consecutive
subcarriers or a set of subcarriers distributed in units of one or
more subcarriers in a total system transmission band depend-
ing on the type of transmission. In this case, it is apparent that
the size of each group can also be equal or different depending
on a given purpose and situation.

FIG. 23 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

This embodiment is another detailed embodiment of step 1
of FIG. 19. Descriptions of operations of steps 2 and 3 are
omitted since they are identical to those described above with
reference to FIG. 19. This embodiment relates to an example
where the method for defining groups of modulated symbols
of CCEs, such that modulated symbols included in a CCE are
distributed so as to be included in different groups described
above with reference to FI1G. 2(b), is applied at step 1 of FIG.
19.

Atstep 1-1 of FIG. 23, an operation for dividing modulated
symbols included in each CCE into a number of CCE seg-
ments equal to or greater than the total number of groups is
performed in order to distribute and map modulated symbols
of CCEs. Then, at step 1-2, one or more of the divided CCE
segments of each CCE are combined into a group. The
method, in which each CCE is divided into one or more CCE
segments and CCE segments are combined into a group in
this manner, is defined as a CCE sub-block level grouping
scheme.

The number of groups N 4z generated by the grouping and
the size of each group can be equal or different depending on
a given purpose and situation. Reference will now be made to
examples of a method for determining the number of groups
Nz generated by grouping and a CCE segment size of each
group when the CCE sub-block level grouping scheme is
applied.

FIG. 24 illustrates an example method using the CCE sub-
block level grouping scheme according to an embodiment of
the invention.

The example of FIG. 24 is an embodiment of the CCE
sub-block level grouping scheme, i.c., an embodiment of
steps 1-1 and 1-2 of FIG. 23, wherein grouping is performed
for each OFDM symbol in the time domain. That is, in this
case, CCEs are divided into segments at step 1-1 and divided
CCE segments are combined to generate one or more groups
at step 1-2.

The number of groups (Ng5) generated by the grouping
can be determined to be the number of OFDM symbols (n)
and the CCE segment size of each group can be determined to
be the number of available PREs included in an OFDM sym-
bol corresponding to each group. Here, the size of each group
can be equal or different depending on a given purpose and
situation.

FIG. 25 illustrates another example method using the CCE
sub-block level grouping scheme according to an embodi-
ment of the invention.

The example of FIG. 25 is an embodiment of the CCE
sub-block level grouping scheme, i.c., an embodiment of
steps 1-1 and 1-2 of FIG. 23, wherein grouping is performed
for each subband including an arbitrary number of subcarriers
in the frequency domain. That is, in this case, the number of
groups (N5z) generated by grouping divided CCE segments
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at step 1-1 can be determined to be the number of subbands
(m) and the CCE size of each group can be determined to be
the number of available PREs included in a subband corre-
sponding to each group.

Each subband can be defined as a set of actual consecutive
subcarriers or a set of subcarriers distributed in units of one or
more subcarriers in a total system transmission band depend-
ing on the type of transmission. In this case, it is apparent that
the size of each group can also be equal or different depending
on a given purpose and situation.

It will also be apparent that the CCE level grouping scheme
can be applied in conjunction with the CCE sub-block group-
ing scheme. For example, groups may be defined for some
CCEs by dividing each CCE into CCE segments according to
the CCE sub-block level grouping scheme and groups may be
defined for some CCEs without dividing each CCE into CCE
segments according to the CCE level grouping scheme.

The positions of modulated symbols of one or more groups
generated through the process of step 1 are changed in the
permutation process of step 2 in the method of FIG. 20. In the
permutation process, a single permutation pattern can be
applied or an independent permutation pattern can be applied
for each individual RE group when the permutation is per-
formed individually for each of the groups generated at step 1.
On the other hand, all groups may be integrated and the
permutation method of step 2 may be performed as a single
process on the integrated groups.

Especially, in the case where multi-cell environments are
taken into consideration, if the same RE mapping method as
described above is applied to all cells, the same RE mapping
method is provided for each cell. In this situation, the influ-
ence of inter-cell interference may be significant if the same
RE mapping method is applied to each cell when power
control of the control channel is applied and frequency-do-
main load of the control channel is great compared to a system
transmission band in a given cell.

One method that can be considered to overcome this prob-
lem in such a situation is to implement cell-specific permu-
tation. Examples of the cell-specific permutation method
include a method for adjusting interference between cells by
coordinating the RE mapping method of each cell, a method
for randomizing inter-cell interference by statistically multi-
plexing resources, which are commonly used by each cell in
a specific RE mapping method, in the time domain, and an
inter-CCE permutation method which spreads, when the
same RE mapping method is used for each cell, the influence
of inter-cell interference over multiple CCEs to achieve chan-
nel coding gain, thereby reducing the influence of inter-cell
interference.

In the case where inter-CCE permutation is used so that the
influence of inter-cell interference is spread over a number of
CCEs while an RE mapping method is commonly used for
every cell in multi-cell environments, an advantage may be
obtained in that the degree of freedom of randomization of the
influence of inter-cell interference is increased. However, in
this case, there may be a problem in that uniform distances
between PREs for providing optimal diversity gain in the
physical resource domain are not maintained for PREs to
which modulated symbols of CCEs are mapped.

FIG. 26 illustrates a method for performing mapping using
a group definition method according to an embodiment of the
invention.

This embodiment is a detailed embodiment of step 2 of
FIG. 19. Descriptions of operations of steps 1 and 3 are
omitted since they are identical to those described above with
reference to FIG. 19. This embodiment provides an RE map-
ping index permutation method as a method for performing
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the permutation process. The RE mapping index permutation
method is a permutation method in which a sequence of
modulated symbols of each arbitrary group or all groups
defined at step 1 is reordered through cyclic shift using a
predetermined shift offset.

Specifically, a sequence of modulated symbols of each
arbitrary group or all groups is reordered through cyclic shift
using a cell-specific shift offset in order to achieve coordina-
tion or randomization of inter-cell interference in multi-cell
environments. A cell-specific RE mapping index offset of
each cell can be generated using a unique index of each cell
such as a cell ID or a cell group ID.

Here, the implementation of RE mapping index permuta-
tion through shift with a specific uniform-interval offset
extracted by a cell ID or a combination of a cell ID and a cell
group ID may be considered implementation for coordination
of typical inter-cell interference. The method of performing
permutation using a different random value for each subframe
in the time domain and a random permutation pattern gener-
ated by a cell ID or a combination of a cell ID and a cell group
ID can be considered a method implemented for randomiza-
tion of statistical inter-cell interference.

Ifit is assumed that REs output from a block interleaver are
sequentially mapped to PREs when the permutation opera-
tion is performed using the block interleaver, this RE map-
ping index permutation method can be basically considered
an inter-row permutation operation in the block interleaver.

FIG. 27 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

This embodiment is a detailed embodiment of step 2 of
FIG. 19. Descriptions of operations of steps 1 and 3 are
omitted since they are identical to those described above with
reference to FIG. 19. This embodiment provides inter-CCE
permutation as a method for performing the permutation pro-
cess. The inter-CCE permutation method is a permutation
method in which a sequence of modulated symbols of each
arbitrary CCE or CCE segment group or a sequence of modu-
lated symbols of all CCEs is reordered using a specific pat-
tern. That is, using this permutation method, it is possible to
perform mapping to PREs according to a specific RE map-
ping method while multiplexing multiple CCEs, thereby
spreading interference.

Also in this case, the order of modulated symbols in a
modulated symbol sequence of each arbitrary CCE or CCE
segment group or a sequence of modulated symbols of all
CCEs can be changed using a cell-specific permutation pat-
tern in order to spread the influence of inter-cell interference
over multiple CCEs in multi-cell environments as described
above. In addition, a cell-specific permutation pattern of each
cell can be generated using a unique index of each cell such as
acell ID or a cell group ID.

Ifit is assumed that REs output from a block interleaver are
sequentially mapped to PREs when the permutation opera-
tion is performed using the block interleaver, this RE map-
ping index permutation method can be basically considered
an intra-column shift operation in the block interleaver.

FIG. 28 illustrates an example method for performing map-
ping using a group definition method according to an embodi-
ment of the invention.

This embodiment is a detailed embodiment of step 2 of
FIG. 19. Descriptions of operations of steps 1 and 3 are
omitted since they are identical to those described above with
reference to F1G. 19. This embodiment provides a method for
performing a permutation process using both the RE mapping
index permutation method and the inter-CCE permutation
method.
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The method for performing a permutation process using
both the RE mapping index permutation method and the
inter-CCE permutation method can be implemented by
sequentially performing the RE mapping index permutation
and the inter-CCE permutation. In addition, when the permu-
tation operation is performed using the block interleaver, the
RE mapping index permutation method and the inter-CCE
permutation method can be freely implemented simulta-
neously or individually through an intra-column shift opera-
tion of the block interleaver.

Asdescribed above, the block interleaver can be used in the
permutation process of step 3 of FIG. 19. Here, only one
block interleaver can be implemented for REs mapped to
OFDM symbols in the total time domain. Alternatively, the
same number of block interleavers as the number of OFDM
symbols can be provided such that one block interleaver is
individually constructed for each OFDM symbol. The num-
ber of OFDM symbols “n” can be reported through a Control
Channel Format Indicator (CCFI) or cat. 0. In this case, the
size of each of the n block interleavers may be equal to
NREsyMbOZ(i)XNCCEmax(i)

FIG. 29 illustrates an example configuration of a block
interleaver that implements the CCE-to-RE mapping method
according to an embodiment of the invention.

From the configuration of the block interleaver shown in
FIG. 29, it can be seen that the size of each of the n block
interleavers may be equal to N """ OxN_.."@).
N z2789" of each of the N, ™**(i) CCEs to be mapped to
an ith OFDM symbol is input to the block interleaver in a row
direction of the block interleaver. After undergoing a series of
operations, REs can be sequentially output in a column direc-
tion so that the output REs are mapped to PREs of a corre-
sponding physical resource domain according to the RE map-
ping method and are then transmitted through the mapped
PREs.

As shown in FIG. 29, CCE(0) is input to the first row of the
block interleaver of the ith OFDM symbol. Then, CCE(0) is
input to the second row, CCE(1) is input to the third row, and
CCE(Nz"*(1)-1) is input to the Nz “*(1)th row.

FIG. 30 illustrates an example configuration of a block
interleaver that implements the CCE-to-RE mapping method
according to an embodiment of the invention.

A group can be constructed from CCEs for each OFDM
symbol. In the case where a method for specifying and allo-
cating the number of REs of each CCE for an OFDM symbol
is used, the number of PREs remaining for each OFDM
symbol may exceed the number of REs of the CCE. In this
case, the excess PREs can be allocated for transmission of an
additional CCE.

Mathematical Expression 22 represents a method applied
when the number of PREs remaining for each OFDM symbol
exceeds the number of REs in a CCE. To implement this
method, N..z"“" is defined as a minimum value of Nz"“*
(1) for each OFDM symbol.

[MATHEMATICAL EXPRESSION 22]

Q(i) = # of residual REs in i — th OFDM symbol

Q) = M; - (NZg -NR)
Q') = M; ~ (NZ& () -NR"™)

it 3 Q) > CCEy

i=1
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-continued

S o
i=1

CCEqize

[=

if Qi) > 0 k(i) = NTSL(i) — N7 4 1
else k(i) = NZSe (i) — NI

k = max{k(i)}

Here, PREs, which are not used for transmitting modulated
symbols of CCEs for each OFDM symbol, are generated. The
number of PREs which are not used for CCE transmission for
each OFDM symbol can be defined as Q(i) and Mathematical
Expressions 18 and 19 can be referred to for other notations.

If the sum of Q(i) in a subframe is greater than CCE,,_,
when CCEs are transmitted using n OFDM symbols in the
subframe, it is possible to transmit a larger number of CCEs
than N.z"*". Accordingly, the number of OFDM symbols
used for CCE transmission in the subframe is n as can be seen
from Mathematical Expression 22. Here, 1 and k(i) are
defined when the sum of Q(i) of the n OFDM symbols is
greater than CCE, ..

When the sum of Q(i) of the n OFDM symbols is greater
than CCE,,__, | is the number of CCFEs that can be transmitted
in addition to N .z"** CCEs in the subframe. When block
interleavers constructed respectively for the OFDM symbols
are used, k(i) is the number of rows in an interleaver of an ith
OFDM symbol, which are used for transmitting 1 more CCEs
other than N_.;"“* CCEs, other than N,z rows in the
interleaver of the ith OFDM symbol.

Even when 1 rows are added for transmitting 1 more CCEs
other than N...”** CCEs, the number of used PREs may be
insufficient for M,. Q' () is defined to use all PREs remaining
in this case. Q'(i) represents a smaller number of PREs than
N,z in one OFDM symbol.

FIG. 30(a) illustrates an example configuration of an inter-
leaver of an ith OFDM symbol when Q(i) and Q'(i) are taken
into consideration and FIG. 30(b) illustrates an example con-
figuration of respective interleavers of n OFDM symbols
when Q(i) and Q'(i) are taken into consideration.

Using the block interleaver constructed according to Q(i),
Q'(1), |, and k(i) can reduce the number of PREs that are not
used for CCE transmission in each OFDM symbol. Through
puncturing, mapping to PREs may not performed for columns
in a k(i)th row whose column indices are greater than the
length of Q'(i) when Q'(i) is greater than 0.

As shown in FIGS. 30(a) and 30(b), the same number ofk
rows as the maximum of k(i) of n OFDM symbols used for
CCE transmission can be added to N " rows to transmit
1 more CCEs. When this method is employed, the input and
output of the interleaver can be estimated based on indices of
the interleaver. Therefore, when k rows are added for one
OFDM symbol so that the number of modulated symbols in
the CCE exceeds M,, mapping to PREs may not be performed
by carrying out puncturing based on the indices.

When the method employing the permutation process of
step 2 through the block interleaver is applied, the various
types of intra-column shift operations described above can be
defined as representative functions which are expressed by
the following Mathematical Expression 23.

Input(rc)»=0,1, ..., Neegm ™ (0)-1

A ON]

Output(#’, c)r'=(r+v(cell__ID,cell_group_ ID)+w(c))
mod Neeg"™(0) [MATHEMATICAL EXPRESSION 23]
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Mathematical Expression 23 represents an example of gen-
eralization of a function v(cell_ID, cell_group_ID) that rep-
resents coordination and randomization for allocating a cell-
specific RE mapping scheme and a general function w(c) for
various types of implementation of inter-CCE permutation.

In Mathematical Expression 23, v(cell_ID, cell_
group_ID) is a generalized representation of a function that
intermediates an intra-column shift operation that can gener-
ate a unique RE mapping scheme for each cell or each cell
group based on cell_ID and cell_group_ID. And, w(c) is a
generalized representation of a function for generating vari-
ous offsets that can be used for inter-CCE permutation.

When inter-CCE permutation is implemented using an
intra-column shift operation, only the v(cell_ID, cell_
group_ID) function may be used and only the w(c) function
may also be used and both the functions or none of the
functions may also be used in the following generalized equa-
tions.

A description of the present embodiments will be
described with reference to an example where a method of
mapping each group generated according to a CCE-level
grouping method to each subband is applied in the CCE
grouping process of step 1 in the implementation of CCE-to-
RE mapping described above and an RE mapping index per-
mutation method is applied in the permutation process of step
2. Particularly, the description will be given with reference to
the case where a block interleaver is used.

Coordination and randomization of inter-cell interference
can be performed using a block interleaver in order to reduce
the influence of inter-cell interference in the case where no
inter-CCE permutation is taken into consideration.

FIG. 31 illustrates an example method for performing con-
trol channel mapping using a block interleaver according to
an embodiment of the invention.

Frequency diversity can be obtained in units of resource
blocks, each including an arbitrary number of PREs, in the
time-frequency domain in distributed time-frequency
resource conditions of an OFDM communication system. In
this case, resource blocks can be considered units of OFDM
symbols and can also be considered subband units, each
including a predetermined number of subcarriers as described
above. In FIG. 31, N, *Z is the number of CCEs per resource
block and N, is the total number of resource blocks used for
control channels in the system. And, N~ is the number of
resource blocks used for a group of N..,“” CCEs.

It may be necessary to perform mapping through individual
block interleaving for each OFDM symbol in the case where
the number of available Physical Resource Elements (PREs)
is not uniform for each OFDM symbol. In this case, N, *%
and N (and N, ;" as needed) can be applied as values in an
OFDM symbol.

N,,.. subcarriers are defined as one RE when N, transmit
antennas are used for SFBC employing a multiple antenna
transmit diversity scheme. In the case where mapping is per-
formed in an RE-level distributed transmission mode in a
resource block level when N, transmit antennas are used,
the value of N, %% is equal to N_,, Nz is defined as the
product of N, and N, ,““F which is the number of REs
per CCE, and N, is defined as the product of N, ;" and N,
thereby implementing mapping of the transmission mode.

FIGS. 32 and 33 illustrate, in a stepwise manner, example
operations of a block interleaver constructed according to an
embodiment of the invention.

Specifically, FIG. 32 illustrates an input process and an
intra-column shift operation of the block interleaver and FIG.
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33 illustrates an inter-column permutation operation, an inter-
row permutation operation, and an output process of the block
interleaver.

The block interleaver operations will now be described
with reference to FIGS. 32 and 33. At step 1, CCEs used for
a total control channel are sequentially input to the block
interleaver in a row direction and, at step 2, an intra-column
shift operation is performed in units of N ;" rows in order to
distribute modulated symbols in each CCE over N,,°"
resource blocks in a corresponding group for each CCE. In an
embodiment of step 2, a shift offset of each column can be
determined as expressed in the following Mathematical
Expression 24.

Do ~(ck)%Ngp™,c=0,1, . . .,
Npg—1 [MATHEMATICAL EXPRESSION 24]

In Mathematical Expression 24, k is an integer value that
defines a column-based shift offset.

At step 3, inter-column permutation is performed in order
to distribute CCEs in a resource block. A permutation pattern
used in this process may use a previously suggested scheme
or a scheme defined to be optimized for the number of col-
umns “N,, 55,

Additional benefit can be expected if this operation is
applied to the case where the frequency band of the resource
block is larger than a coherent bandwidth of frequency selec-
tive fading when allocation is made to subcarriers in units of
resource blocks in a frequency region.

In addition, randomization of inter-cell interference can be
implemented as an operation for shifting by a fixed value
uniquely generated for each cell through a cell ID or a com-
bination of a cell ID and a cell group ID.

In an alternative method, randomization of inter-cell inter-
ference can be implemented as an operation of shifting
uniquely in each row by applying values generated by a
random generation function obtained from a cell ID and a cell
group ID to each subframe unit in the time domain or each
row unit corresponding to a resource block in the frequency
domain or both the units in the time-frequency domain.

At step 4, it is possible to implement a function to locate
resource blocks so as to achieve frequency diversity in a total
system transmission band and a function to apply coordina-
tion of inter-cell interference by assigning a cell-specific off-
set to each cell. Each function can be represented by the
following Mathematical Expression 25.

Input(rc)»=0,1, ..., Npp-1

Output(#’, c)r'=(s(rM)+t(cell_ID))mod

Nzz [MATHEMATICAL EXPRESSION 25]

In Mathematical Expression 25, M is a value representing
the distance between resource blocks of the same group in a
system transmission band, and s(r, M) can be represented by
the following Mathematical Expression 26.

S(EM)=|1/Npg ™ [+M-(%
Nes™)

Here, s(r,M) can be represented by the following Math-
ematical Expression 27 when M is defined as the number of
groups “Ng,” set in the band. Here, N, may be a value
obtained by dividing the total number of resource blocks
“Nz""" used in a transmission band by the number of
resource blocks “Nzz” per group.

[MATHEMATICAL EXPRESSION 26]

SMY=| /N ™ [+N 6, (%N g )= /N g™ [+ (Ngi/
NRBGr)'(r‘%NRBGr) [MATHEMATICAL EXPRESSION 27]
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When it is assumed that “M” is equal to or greater than the
number of cells “R” in a base station, a function t(cell_ID)
that serves as coordination of inter-cell interference is basi-
cally defined as expressed in the following Mathematical
Expression 28.

t(cell_ID)=cell_ID,cell_ID=
0,1,...,R-1

At the final step 5, modulated symbols are sequentially
read and output from the block interleaver in a row direction
and modulated symbols corresponding respectively to ele-
ments of each row are mapped to REs of each resource block.

FIG. 34 is a flow diagram sequentially illustrating CCE-
to-RE mapping processes according to an embodiment of the
invention.

Specifically, FIG. 34 illustrates CCEs and changes in the
positions of modulated symbols in the CCEs when an inter-
leaving operation has been performed at each step in the case
where a block interleaving operation is implemented in a cell
A according to the 5 steps described above with reference to
FIGS. 31 to 33. A bottom portion of FIG. 34 illustrates CCEs
and changes in the positions of modulated symbols in the
CCEs when an interleaving operation has been performed
using a different shift offset and permutation pattern different
from those of the cell A in the case where a block interleaving
operation is implemented in another cell (i.e., cell B) accord-
ing to the 5 steps described above with reference to FIGS. 31
to 33.

[MATHEMATICAL EXPRESSION 28]

Embodiment 7

In this embodiment, when an arbitrary one of a variety of
downlink control channels is transmitted through one or more
OFDM symbols, interleaving can be performed on modulated
symbols or mini-CCEs included in a CCE of the arbitrary
control channel transmitted through each OFDM symbol.
Specifically, modulated symbols or mini-CCFEs of CCEs are
divided into n groups so that the modulated symbols or mini-
CCEs can be transmitted through n OFDM symbols and
interleaving is performed on modulated symbols or mini-
CCEs of CCEs transmitted through the same OFDM symbol,
taking into consideration the respective OFDM symbols to
which the groups are mapped.

Although the following description is limited to mapping
of'mini-CCEs, it will be apparent that the same method can be
applied to mapping of modulated symbols.

FIG. 35 illustrates an example method for performing map-
ping after interleaving is done for each OFDM symbol
according to an embodiment of the invention.

Specifically, FIG. 35 illustrates an example procedure in
which CCEs, which are unit elements of a control channel, are
combined to perform interleaving and are then mapped to one
or more OFDM symbols. Especially, it can be seen from FIG.
35 that interleaving is performed on mini-CCEs in CCEs
transmitted through the same OFDM symbols.

First, a control channel includes one or more CCEs, and
each CCE is divided into one or more sub-blocks at step S200.
In the case where the control channel is transmitted through
one or more symbols, this process serves to distribute and
transmit each CCE over the OFDM symbols carrying the
control channel, thereby increasing diversity gain and making
power of each symbol as uniform as possible.

In the example of FIG. 35, each of the CCEs (CCE 1 (21),
CCE 2 (22), and CCE 3 (23)) is divided into three sub-blocks
in the case where the number of OFDM symbols carrying a
control channel is 3. Here, the size of each CCE sub-block
size, i.e., the number of mini-CCEs included in each sub-
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block, is determined according to a ratio of the number of
physical resource element groups that can be used for trans-
mission of a specific control channel(s) or all control channels
among remaining resource elements, other than resource ele-
ments used for a specific signal or channel such as a reference
signal, to the total number of resource elements that can be
used for each OFDM symbol.

In this case, mini-CCEs included in the first sub-block of
each CCE are transmitted through the first OFDM symbol 27,
mini-CCEs included in the second sub-block of each CCE are
transmitted through the second OFDM symbol 28, and mini-
CCE:s included in the third sub-block of each CCE are trans-
mitted through the third OFDM symbol 29.

First, when N*%# is the number of available physical
resource elements in an ith OFDM symbol, the number N *#<
ofavailable resource element groups in the ith OFDM symbol
can be represented by the following Mathematical Expres-
sion 29.

[MATHEMATICAL EXPRESSION 29]

NFE
NFEG {TJ i=0,...,n-1

In Mathematical Expression 29, k is a variable indicating
the number of resource elements used in one mini-CCE. This
variable is used when a multiple antenna transmit diversity
scheme is applied as described above.

In Mathematical Expression 29, the number ofavail-
able resource element groups can be determined excluding
the number of resource element groups used for transmission
of all or part of channels such as a PCFICH, a PHICH, and a
PICH and a reference signal in the ith OFDM symbol.

The following Mathematical Expression 30 represents an
example method for determining the number of mini-CCEs
M, included in each sub-block when each CCE is divided into
sub-blocks.

REG
N,

[MATHEMATICAL EXPRESSION 30]

REG
NCCE Ni

M; = |Nyii-cce

= ,i=0,...,n-1

3, NREG
=

Mathematical Expression 30 represents a method for deter-
mining the number of mini-CCEs M, included in each sub-
block by multiplying the total number of mini-CCEs
N, rcor Fincluded in one CCE by the ratio of the number
of available resource element groups N2 in the ith OFDM
symbol to the number of available resource element groups

n-l
Z N‘_REG
=0

in the OFDM symbols carrying the control channel.

Ifthe number of mini-CCEs M, included in each sub-block
is determined using the method of Mathematical Expression
30, it is possible to more efficiently perform the method for
performing interleaving for each mini-CCE transmitted
through the OFDM symbols according to this embodiment
since the size of each sub-block is determined using the ratio
of the number of available resource element groups for each
OFDM symbol.
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If the size of each sub-block is determined in this manner,
an interleaving set is constructed from each CCE by combin-
ing sub-blocks of each OFDM symbol. Here, the interleaving
set is a unit for interleaving. An interleaving set 24 associated
with the first OFDM symbol, an interleaving set 25 associated
with the second OFDM symbol, and an interleaving set 26
associated with the third OFDM symbol are illustrated in
FIG. 35.

Then, at step S220, interleaving is performed on each inter-
leaving set. That s, interleaving is performed for each OFDM
symbol. Here, interleaving may be performed using a cell-
specific pattern or a cell-common pattern in multi-cell envi-
ronments. When interleaving is performed using a cell-com-
mon pattern, a random pattern can be used to reduce inter-cell
interference or a specific permutation pattern or an arbitrary
permutation pattern can be used to reduce inter-cell interfer-
ence. Itis also possible to use a method of performing shifting
using a cell-specific value based on cell-specific information
such as a cell ID.

A block interleaver can be used to perform interleaving at
step S220. Interleaving can be performed for each row or
column of the block interleaver. A random pattern or a spe-
cific permutation pattern can be used as the interleaving pat-
tern as described above. Details of the configuration and
operation of the block interleaver will be described below
with reference to FIG. 35.

After interleaving is performed in this manner, mini-CCEs
interleaved for each of the first, second, and third OFDM
symbols 27, 28, and 29 are mapped to resource element
groups in the corresponding OFDM symbol and are then
transmitted through the mapped resource element groups at
step S230.

The number of mini-CCEs allocated to each individual
OFDM symbol of each control channel can be set to be
different according to an index of each CCE or control chan-
nel so as to support as many control channels or as many as
CCEs required to transmit control channels in a subframe as
possible.

For example, the number of mini-CCEs can be set to be
different according to whether the index of the control chan-
nel or CCE is even or odd. Alternatively, the number of
mini-CCEs for indices set in a specific period among total
indices can be set to be different from the number of mini-
CCEs for remaining indices. In addition, some indices can be
specified and the number of mini-CCEs in an OFDM symbol
for the specified indices can be set to be different from that of
remaining indices.

Reference will now be made to an example method for
individually determining the respective numbers of mini-
CCEs allocated to each OFDM symbol for CCEs of control
channels.

The following Mathematical Expression 31 represents an
example method for determining the number N, ™ *““* of
mini-CCEs, which are transmitted through each ith OFDM
symbol, in a jth CCE among all CCEs of control channels in
a subframe.

[MATHEMATICAL EXPRESSION 31]

NEPECE = M+ [+ L 2D)%2] - TG + 1) -2°™%2],

pmini=CCE
N
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“M,” calculated in Mathematical Expression 30 can be
used as the number of mini-CCEs M, included in each sub-
block in Mathematical Expression 31. As can be seen from a
bottom portion of Mathematical Expression 31, an index j
5 identifying each CCE ranges from 0 to the minimum of the
respective numbers of CCEs that can be transmitted through
the OFDM symbols.

The following Table 6 illustrates an example of N,
determined through the above Mathematical Expression 31 in
the case of n=3.

10
TABLE 6
i
15 j 0 1 2
0 1 3 5
1 2 3 4
2 5

If the same ratio of the numbers of mini-CCEs of sub-
blocks is used as a value of M, for every CCE, the ratio of the
respective numbers of mini-CCEs of OFDM symbols will be
determined to be 1:3:5 for each CCE. However, if different
ratios are applied to CCEs according to Mathematical
Expression 31, a ratio of 2:3:4 can be applied to the second
CCE (j=1) so that it is possible to increase the number of
mini-CCEs transmitted through the first OFDM symbol and
to reduce the number of mini-CCEs transmitted through the
third OFDM symbol as can be seen from Table 6.

According to this method, a fixed ratio is not applied as the
value of M, and, instead, the respective numbers of mini-
CCEs transmitted for the OFDM symbols can be controlled
flexibly within a predetermined range of the ratio, thereby
supporting a larger number of control channels or a larger
number of CCEs required to transmit control channels than
when a fixed ratio is applied.

The following Mathematical Expression 32 represents
another example method for determining the number
N, /" =¢“% of mini-CCEs, which are transmitted through
each ith OFDM symbol in a jth CCE among all CCEs of
control channels in a subframe.

40

45
[MATHEMATICAL EXPRESSION 32]
min i-CCE i L

N O = L 93 /201 {1 2]

i=0,...,n-1,
50

Nmin i—CCE

7=0 s i:o,n.l.l.r}nfl{{ M; J}_ !

55 Details of Mathematical Expression 32 are similar to those

of Mathematical Expression 31. The following Table 7 illus-
trates an example of N, ™" ““* determined through the
above Mathematical Expression 32 in the case of n=3.

TABLE 7

—
<
—_
Ko
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TABLE 7-continued

i

In the example of Table 7, a ratio of 3:2:4 can also be
applied to the third CCE (j=2) so that it is possible to increase
the number of mini-CCEs transmitted through the first
OFDM symbol and to reduce the number of mini-CCEs trans-
mitted through the second OFDM symbol as can be seen from
Table 6.

The following Mathematical Expression 33 represents
another example method for determining the number N, J’”i"
-cce of mini-CCEs, which are transmitted through each ith
OFDM symbol, in a jth CCE among all CCEs of control
channels in a subframe.

[MATHEMATICAL EXPRESSION 33]
N‘_;Zgn =CCE _ ppy

i=0,...
pmin i=CCE
j=0,..., min {{ < J}—1
=0, ... -1 M;

Details of Mathematical Expression 33 are similar to those
of Mathematical Expression 31. The following Table 8 illus-
trates an example of N, ™" “““* determined through the

,n—1,

above Mathematical Expression 32 in the case of n=2.
TABLE 8
i
j 0 1
0 4 5
1 4 5
2

The above method, in which the number of mini-CCEs
allocated to each individual OFDM symbol of each control
channel is set to be different according to an index of each
CCE or control channel, can be applied when the number of
mini-CCEs allocated to each individual OFDM symbol of
each control channel, calculated according to a ratio of avail-
able resource element groups of all control channels or a
specific control channel(s) for each OFDM symbol, is not a
positive integer.

The number of available resource element groups of a
control channel of interest can be calculated excluding
resource element groups carrying a different type of control
channel from the control channel of interest as described
above. In this case, if the number of OFDM symbols carrying
a different type of control channel or the number of resource
element groups for each OFDM symbol is changed, then the
number of available resource element groups for the control
channel of interest can also be changed. Accordingly, the
method can also be applied to this case.
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Thatis, when a control channel is transmitted through three
OFDM symbols, the example of Table 6 can be considered an
example that can be applied when a different type of control
channel is transmitted through a first OFDM symbol and the
example of Table 7 can be considered an example that can be
applied when a different type of control channel is transmitted
through all the three OFDM symbols allocated for control
channel transmission. In addition, when a control channel is
transmitted through two OFDM symbols, the example of
Table 8 can be considered an example that can be applied
when a different type of control channel is transmitted
through first and second OFDM symbols.

Embodiment 8

FIG. 36 illustrates an example method for transmitting
different types of control channels according to an embodi-
ment of the invention.

This embodiment provides a method in which, when dif-
ferent types of control channels are transmitted, interleaving
is performed on mini-CCEs included in CCEs of one or more
types of control channels instead of individually performing
interleaving for each of the types of control channels.

As described above, downlink control channels include not
only a PDCCH transmitting control information of downlink
transmission data but also various types of control channels
such as a PCFICH, a PHICH, and a PICH and a reference
signal.

FIG. 36 illustrates an example in which a PCFICH 30, a
PHICH 31, and a PDCCH 32 are transmitted as downlink
control channels. Here, even though the PCFICH 30 should
generally be separately taken into consideration since the
position of the PCFICH 30 transmitted in the OFDM symbol
is predetermined, it is possible to take into consideration the
PHICH 31 and the PDCCH 32 together so that both the
PHICH 31 and the PDCCH 32 can be mapped to resource
element groups of OFDM symbols and then be transmitted
through the mapped resource element groups.

Here, interleaving can be performed taking into consider-
ation the PHICH 31 and the PDCCH 32 together so that both
the PHICH 31 and the PDCCH 32 can be mapped to resource
element groups of OFDM symbols and then be transmitted
through the mapped resource element groups. It will also be
possible to apply the method in which interleaving is per-
formed on each mini-CCE transmitted for each OFDM sym-
bol as described above with reference to FIG. 35.

For example, an interleaving set for performing interleav-
ing taking into consideration all CCEs of the PHICH 31 and
the PDCCH 32 canbe determined at step 300 and interleaving
can be performed to transmit them through one or more
OFDM symbols at step S310. To determine the interleaving
set at step S300, it is possible to apply a method identical or
similar to the method described above with reference to FIG.
35.

For use of OFDM symbols, the PHICH can be defined
separately from the PDCCH. For example, even when a total
of'three OFDM symbols is used for PDCCH transmission, the
PHICH can use only one OFDM symbol.

That is, the PHICH can be transmitted selectively using at
least one of the OFDM symbols carrying control channels.
The OFDM symbol transmitting the PHICH can be defined as
a PHICH duration, which can be divided into a normal mode
and an extended mode. For example, in the case of the normal
mode, the use of the OFDM symbols for transmitting the
PHICH can be defined such that the PHICH is transmitted
using the first of the OFDM symbols carrying control chan-
nels in the case of the normal mode and the PHICH is trans-
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mitted using all the OFDM symbols carrying control chan-
nels in the case of the extended mode.

The following description will be given with reference to a
definition of the use of OFDM symbols for PHICH transmis-
sion such that the PHICH is transmitted using the first OFDM
symbol in the case of a permutation duration of “1”, the
PHICH is transmitted using the first and second OFDM sym-
bols in the case of a permutation duration of “2”, and the
PHICH is transmitted using the first, second, and third OFDM
symbols in the case of a permutation duration of “3”.

FIGS. 37(a) to 37(c) illustrate an example method for
allocating mini-CCEs ofthe PHICH transmitted through each
OFDM symbol when interleaving is performed on the
PHICH for each OFDM symbol according to an embodiment
of the invention.

Inthe example of FIGS. 37(a) to 37(c), atotal of K PHICHs
are transmitted through one subframe and PHICHs are shown
as three blocks under the assumption that each PHICH
extended according to a spreading factor of SF=4 is repeated
three times. That is, since one PHICH is extended according
to SF=4, it can be assumed that one block corresponds to one
mini-CCE when one PHICH is mapped in units of mini-CCEs
including four symbols.

FIG. 37(a) illustrates an example method for allocating
mini-CCEs of PHICHs transmitted through each OFDM
symbol when the PHICH duration is “1.” In the case where the
PHICH duration is “1,” the PHICH is transmitted only
through the first OFDM symbol and therefore K PHICHs are
all interleaved together during the interleaving of the first
OFDM symbol without performing separate allocation.

FIG. 37(b) illustrates an example method for allocating
mini-CCEs of PHICHs transmitted through each OFDM
symbol when the PHICH duration is “2.” In the case where the
PHICH duration is “2,” the PHICH is transmitted through the
first and second OFDM symbols and therefore it is difficult to
transmit one PHICH using two OFDM symbols uniformly in
the case where one PHICH consists of three mini-CCEs as in
this embodiment. Accordingly, in the case of this embodi-
ment, a different rate of use of each OFDM symbol can be
applied to each PHICH so that it is possible to transmit each
PHICH using two OFDM symbols uniformly when a total of
K PHICHs are taken into consideration.

Specifically, two mini-CCEs of PHICH #0 can be trans-
mitted through the first OFDM symbol and the remaining one
mini-CCE can be transmitted through the second OFDM
symbol. In the case of PHICH #1, one mini-CCE can be
transmitted through the first OFDM symbol and the remain-
ing two mini-CCEs can be transmitted through the second
OFDM symbol, unlike the case of PHICH #0. Repeating this
pattern will allow each PHICH to be transmitted using two
OFDM symbols uniformly when a total of K PHICHs are
taken into consideration.

FIG. 37(c) illustrates an example method for allocating
mini-CCEs of PHICHs transmitted through each OFDM
symbol when the PHICH duration is “3.” In this case, since
each PHICH consists of mini-CCEs, mini-CCEs of each
PCFICH can be transmitted through each OFDM symbol.

Although the methods of FIGS. 37(a) to 37(c) have been
described simply with reference to examples where each
PHICH consists of three mini-CCEs, the methods can be
applied to any other examples. The following Mathematical
Expression 34 represents an example method for determining
the number N, ;. pryer/™” “¢“F of mini-CCEs transmitted
through an ith OFDM symbol in a kth PHICH.
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[MATHEMATICAL EXPRESSION 34]

+{(Npgicy + D) - (i + k + 1)}%2

Npni—CCE
Nmini=CCE _ PHICH
Lk_PHICH — N
PHICH

In Mathematical Expression 34, Np.;-~; represents a
PHICH duration and N0, “““F represents the total
number of mini-CCEs in each PHICH.

When one of different types of control channels requires
stable frequency diversity, it is possible to satisfy this require-
ment by performing distribution and multiplexing at an input
terminal of an interleaver before interleaving.

FIG. 38 illustrates an example method for transmitting two
or more different types of control channels by performing
interleaving on the different types of control channels
together for each OFDM symbol according to an embodiment
of the invention.

Although the method of FIG. 38 is similar to that of FIG.
35, the method of FI1G. 38 differs from that of FIG. 35 in that
two different types of control channels, a PDCCH and a
PHICH for ACK/NACK transmission, are taken into consid-
eration together. Specifically, FIG. 38 illustrates an example
where the PHICH is transmitted through only the first OFDM
symbol while the PDCCH is transmitted through three
OFDM symbols. As shown in FIG. 38, mini-CCEs in CCEs of
the PHICH and the PDCCH that has been determined to be
transmitted through the first OFDM symbol are input together
to an interleaver 50 of the first OFDM symbol so that the
mini-CCEs in the PHICH and the PDCCH are interleaved
together at the interleaver 50.

FIG. 39 illustrates another example method for transmit-
ting two or more different types of control channels by per-
forming interleaving on the different types of control chan-
nels together for each OFDM symbol according to an
embodiment of the invention.

Although the method of FIG. 39 is similar to that of the
embodiment of FIG. 35, the method of FIG. 38 differs from
that of FIG. 35 in that two different types of control channels,
a PDCCH and a PHICH, are taken into consideration
together. Specifically, FIG. 39 illustrates an example where
the PHICH is transmitted through three OFDM symbols
while the PDCCH is also transmitted through the three
OFDM symbols.

As shown in FIG. 39, mini-CCEs in CCEs of the PDCCH
and mini-CCEs in the PHICH that has been determined to be
transmitted through the first OFDM symbol are input together
to an interleaver 60 of the first OFDM symbol so that the
mini-CCEs in the PHICH and the PDCCH are interleaved
together at the interleaver 60. In addition, mini-CCEs in
CCEs of the PDCCH and mini-CCEs in the PHICH deter-
mined to be transmitted through the second OFDM symbol
are input together to an interleaver 61 of the second OFDM
symbol so that the mini-CCEs in the PHICH and the PDCCH
are interleaved together at the interleaver 61. In addition,
mini-CCEs in CCEs of the PDCCH and mini-CCEs in the
PHICH determined to be transmitted through the third
OFDM symbol are input together to an interleaver 62 of the
third OFDM symbol so that the mini-CCEs in the PHICH and
the PDCCH are interleaved together at the interleaver 62.

In the case where two or more different types of control
channels are interleaved together as shown in FIGS. 38 and
39, resource element groups transmitting different types of
control channels that are interleaved together are taken into
consideration as opposed to being excluded when the number
of available resource element groups is determined in each
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OFDM symbol. In addition, as shown in FIGS. 38 and 39, the
resource element groups may be multiplexed in a sequential
manner and may also be distributed and multiplexed for the
sake of optimizing frequency domain diversity.

Reference will now be made to a method in which a block
interleaver is used to perform interleaving on each OFDM
symbol according to the invention. Particularly, it is possible
to use a block interleaver that operates with different input
and output directions. The order of elements before they are
input to the block interleaver and the order of elements that
are output from the block interleaver can be changed (or can
be made different) through the simple method of using dif-
ferent input and output directions, thereby allowing channel
elements to be distributed and transmitted uniformly over
resources.

A block interleaver, which performs row-wise writing (or
row-directional input) and column-wise reading (or column-
directional output), permutes row positions of elements in
each column and outputs the elements. On the other hand, a
block interleaver, which performs column-wise writing (or
column-directional input) and column-wise reading (or row-
directional output), permutes column positions of elements in
each row and outputs the elements.

Here, permutation can be performed through reordering
according to a specific random pattern and can also be per-
formed according to a specific pattern. In the case where arule
is used to generate a pattern, a rule may be generated and
applied based on a corresponding column or row index and a
rule may also be generated and applied regardless of a column
orrow index. To reduce inter-cell interference, it is possible to
generate a cyclically shifted version of the permuted pattern
using cell-specific information such as a cell ID.

According to this embodiment, it is possible to implement
respective interleavers of OFDM symbols used for control
channel transmission to perform interleaving for each OFDM
symbol. When the configuration of the interleaver of each of
the OFDM symbols is defined by the number of rows and the
number of columns, the number of rows and the number of
columns of each symbol interleaver can be set to be equal and
can also be set to be different for given purposes.

Reference will now be made to the configuration and
operation of a block interleaver which performs row-wise
writing (or row-directional input) and column-wise reading
(or column-directional output). Similar detailed operations
can be applied to a block interleaver which performs column-
wise writing (or column-directional input) and column-wise
reading (or row-directional output), with the only difference
being row or column directions.

The number of columns of the block interleaver of each
OFDM symbol can be defined in association with the number
of mini-CCEs, allocated to the OFDM symbol, of all control
channels or CCEs. Of course, the number of columns can also
be defined using a given rule for a given purpose. In one
method for defining the number of rows, first, a basic row size
can be set based on the total number of mini-CCEs input to the
block interleaver and a different row size from the basic row
size can be set based on a preset rule of reordering or permu-
tation of each column.

In the case where interleaving is performed on different
types of control channels, the method for performing intra-
column permutation and the method for setting the number of
rows and the number of columns taking into consideration
characteristics and requirements of a specific channel can be
used for each type of control channel by setting a specific
value and pattern based on the purposes described above.

The following Mathematical Expression 35 represents an
example method for determining the number C, of columns of
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an interleaver of each OFDM symbol when interleaving is
applied only to a PDCCH and the following Mathematical
Expression 36 represents an example method for determining
the number C, of columns of an interleaver of each OFDM
symbol when a PDCCH and a PHICH are interleaved
together.

[MATHEMATICAL EXPRESSION 35]

ini—CCE
Ci= ma)_({N‘-'Zf"‘ }
all j

[MATHEMATICAL EXPRESSION 36]

mini—CCE  pymini—CCE
Ci= fﬁa.x NS s NI puic )
ait j,

N, /€<% in Mathematical Expressions 35 and 36 repre-
sents the number of mini-CCEs of a jth CCE transmitted
through an ith OFDM symbol and N, ; prer™ "““% in
Mathematical Expression 36 represents the number of mini-
CCEs of a kth PHICH transmitted through the ith OFDM
symbol.

The following Mathematical Expression 37 represents an
example method for determining the number R, of rows of an
interleaver of each OFDM symbol when interleaving is
applied only to a PDCCH and the following Mathematical
Expression 38 represents an example method for determining
the number R, of rows of an interleaver of each OFDM sym-
bol when a PDCCH and a PHICH are interleaved together.

[MATHEMATICAL EXPRESSION 37]

pmini=CCE
R =|—

[MATHEMATICAL EXPRESSION 38]

mini—CCE _ nymini—CCE
R {N" + NRicH }
=

G

N, =CCE in Mathematical Expressions 37 and 38 repre-
sents the number of mini-CCEs of a PDCCH transmitted
through an ith OFDM symboland Nz, /" “* in Math-
ematical Expression 38 represents the number of mini-CCEs
of'a PHICH transmitted through the ith OFDM symbol. Here,
Nppeg ™ 7% can be determined as in the following

Mathematical Expression 39.

[MATHEMATICAL EXPRESSION 39]

mini—CC _
NPHICHJ -

[ Nur,_vrs

-RPF
SF }

SF in Mathematical Expression 39 represents a spreading
factor, RPF represents the number of repetitions of the
PHICH, and N.; ;%5 represents the number of uplink
resource blocks (UL VRBs) allocated to a system bandwidth.
The value of N, ;x5 can vary according to the system band-
width.

The positions of resources through which a downlink
PHICH is transmitted can be determined according to down-
link resource blocks through which each terminal transmits
data. For example, in the case where the system bandwidth is
5 MHz, the number of uplink resource blocks is 25 and the
maximum value “25” can be set as N,; pzp since the down-
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link PHICH needs to indicate any resource block through
which data has been transmitted. That is, since N,; ;5 can
vary according to the system bandwidth, the number of mini-
CCEs of a PHICH transmitted through the ith OFDM symbol
can be determined using N,; .5 as a variable as in Math-
ematical Expression 39.

When interleaving is performed on different types of con-
trol channels using a symbol interleaver of the block inter-
leaver, interleaving can be implemented using a method in
which specific control channels are fixed to specific positions
(or specific row/column indices) in the interleaver or a
method in which, when a symbol sequence is input to the
interleaver, the order of symbols of the input symbol
sequence is changed according to an arbitrary method in
order to accomplish the purposes described above.

FIG. 40 illustrates an example method for performing
interleaving for each OFDM symbol using a block interleaver
according to an embodiment of the invention.

In the case where respective mini-CCEs that are to be
mapped to OFDM symbols are distinguished before inter-
leaving, a column reordering or permutation pattern for an
individual block interleaver to be applied to each OFDM
symbol can be defined by dividing a block interleaver 70 that
is virtually provided for all OFDM symbols into groups of
columns to apply an individual block interleaver to each
OFDM symbol. Here, the column reordering or permutation
pattern can be defined as a random pattern as described above
and can also be defined as a pattern according to a specific
rule.

The following Mathematical Expression 40 represents an
example method for defining the number C of columns when
respective block interleavers of OFDM symbols are regarded
as one block interleaver 70.

[MATHEMATICAL EXPRESSION 40]

As can be seen from Mathematical Expression 40, the
number of columns C can be represented by the sum of the
respective numbers of columns of OFDM symbols calculated
through Mathematical Expression 35 or 36.

As shownin FIG. 40, in the case where control channels are
transmitted through three OFDM symbols, the numbers of
columns of respective block interleavers 71,72, and 73 of the
OFDM symbols can be defined as C1, C2, and C3. The
respective numbers of columns ofthe block interleavers of the
OFDM symbols can be set according to a ratio of the numbers
of physical mini-CCEs that can be used to transmit control
channels for the OFDM symbols. Of course, the respective
numbers of columns of the block interleavers can be set to
other values for other purposes. For example, “C” of the
virtual block interleaver in FIG. 40 can be determined to be
the number of mini-CCEs of an arbitrary CCE and the values
of “C1”, “C2”, and “C3” can be set according to the ratio of
available mini-CCEs in the OFDM symbols and the require-
ment that C=C1+C2+C3.

In addition, the numbers of rows of the block interleavers
applied respectively to the OFDM symbols can be defined to
be different when an arbitrary one of different types of control
channels is mapped only to a specific OFDM symbol and can
be alternatively defined to be equal by applying pruning.
mini-CCEs not used in individual OFDM symbols can be
incorporated into corresponding block interleavers so that
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they are interleaved by the block interleavers, and the values
of R1, R2, and R3 can be determined taking into consider-
ation the interleaving of such mini-CCEs.

FIG. 41 illustrates an example method in which two or
more control channels are interleaved together and are then
multiplexed and transmitted according to an embodiment of
the invention.

Specifically, FIG. 41 illustrates an example where two
control channels, a PDCCH and a PHICH, are interleaved
together. As shown in FIG. 41, divided interleavers can be
constructed according to the same method as described above
with reference to FIG. 40. When an input sequence of a
PHICH to a block interleaver is constructed, mini-CCEs of a
PHICH can be defined according to the characteristics of the
block interleaver in order to optimize frequency diversity.

As shown in FIG. 41, each of a plurality of PHICHs includ-
ing PHICH #i, PHICH #j, and PHICH #k is transmitted by
repeating a mini-CCE, which corresponds to a symbol
extended with a spreading factor of SF=4, 3 times in the
frequency axis. First symbol mini-CCEs 80, 83, and 86, sec-
ond mini-CCEs 81, 84, and 87, and third mini-CCEs 82, 85,
and 88 of the PHICHs are sequentially input (or written) to a
first row 89 of a block interleaver. Thus, the three mini-CCEs
of each PHICH can be interleaved in different block inter-
leavers. Accordingly, the method can obtain effects of uni-
form distribution and multiplexing over a specific or entire
range of column indices.

The following Mathematical Expression 41 represents an
example method for column-wise permutation or reordering
of'a block interleaver of an ith OFDM symbol in an interleav-
ing operation of a block interleaver constructed using the
above method.

(7, ) ={(r*(1+c)+c+P}%R",
s

where r=0, 1, ...,R"-1

c=0,1,...,Ci-1

i=1,...,n(=3)

P:RII_RI

Specifically, Mathematical Expression 41 represents an
example where three block interleavers, which are con-
structed with respective sizes of R"xC1, R"xC2, and R"xC3,
are applied to three OFDM symbols, respectively, as shown in
FIG. 40. Here, the same number of rows R" is applied to each
block interleaver. In Mathematical Expression 41, C1, C2,
and C3 may be equal to or different from each other when a
block interleaver is individually applied to each OFDM sym-
bol. Some of the variables may have a different value and the
value of each variable may match the number of columns of
the interleaver of each individual OFDM symbol and may
also be defined based on a specific pattern or a random value.

A value used in association with each column of an OFDM
symbol interleaver in Mathematical Expression 41 represents
acolumn index that is increased by 1 every column. However,
a value not associated with the column index can also be
applied to each column.

In the case where a block interleaver operates using a
specific function to perform interleaving, it may be preferable
that the number R of rows of the block interleaver be set to a
prime number. When the determined value (R') of R is a prime
number, it can be immediately determined to be the number of
rows R (R") of the block interleaver.

When the determined value (R') of R is not a prime number,
the smallest prime number greater than the value R deter-
mined above can be determined to be the number of rows R
(R") of the block interleaver. That is, “P” in Mathematical
Expression 41 represents the difference between the finally
determined value (R") of R in the case where the number of

[MATHEMATICAL EXPRESSION 41]
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rows of the block interleaver is determined to be a prime
number and the value (R") of R determined without taking into
consideration primeness.

On the other hand, different offsets can be allocated to
column indices of respective block interleavers of OFDM
symbols so that mini-CCEs of CCEs are input in a distributed
manner to the block interleavers of the OFDM symbols and
mini-CCFEs are also distributed over all OFDM symbols when
interleaving is performed for each OFDM symbol in order to
reliably provide frequency domain diversity to CCEs.

The following Mathematical Expression 42 represents an
example method for allocating different offsets to column
indices of respective block interleavers of OFDM symbols.

(7, eY={(r* (1+c_i)+c_i+P}%
R"0), [MATHEMATICAL EXPRESSION 42]

wherer=0,1, ...,R"-1

c=0,1,...,Ci-1

¢_l=c,c_2=c+Cl1, c_3=c+C1+C2

i=l,...,n(=3)

P:RII_RI

In the example of Mathematical Expression 42, three block
interleavers are constructed respectively for three OFDM
symbols. In this example, when a column index of a block
interleaver of each OFDM symbol is defined as “c,” an index
value of each column of the block interleaver of the first
OFDM symbol is equal to a value of the index “c” corre-
sponding to the column. An index value of each column of the
block interleaver of the second OFDM symbol is defined as
the sum of a value of the index “c” corresponding to the
column and the number “C1” of columns of the block inter-
leaver of the first OFDM symbol so that the column index
values of the block interleaver of the second OFDM symbol
are set to continue from those of the block interleaver of the
second OFDM symbol. The index values of columns of the
block interleaver of the third OFDM symbol are set in the
same manner.

In this manner, different offsets are allocated to column
indices of the respective block interleavers of OFDM sym-
bols so that mini-CCEs are distributed over all OFDM sym-
bols, thereby reliably providing frequency domain diversity
to CCEs.

In the above method for mapping virtual resources to
physical resources and using block interleaving, an inter-
leaver can be commonly used for multiple cells while map-
ping can be performed taking into consideration cell-specific
information, for example a cell identifier (ID), in order to
minimize inter-cell interference in multi-cell environments.

As described above, interleaver elements can be output
from the interleaver after the elements are cyclically shifted
using cell-specific information such as a cell ID for each cell
after a block interleaving process is completed. In addition,
when outputs of the interleaver are mapped to physical
resources, the interleaver elements cyclically shifted using
cell-specific information such as a cell ID for each cell can
also be mapped to physical resources.

For example, for a cell having a shift factor of “0”, an
output sequence of an interleaver can be directly mapped to
physical resource elements without shifting a random pattern
generated using the interleaver and, for a cell having a shift
factor of “10”, the output sequence of the interleaver can be
mapped to physical resource elements after cyclically shift-
ing elements in a random pattern in the interleaver output
sequence by 10. That is, a cyclic shift method is applied such
that elements interleaved on a column basis are mapped to
physical resources after a cyclic shift is applied to an inter-
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leaving pattern of all elements of the interleaver using infor-
mation such as a cell ID for each cell, unlike the previously
described method.

The invention may also provide a method in which, before
all mini-CCEs of CCEs used for control channel transmission
are input to the interleaver, the mini-CCEs are divided accord-
ing to OFDM symbols used for control channel transmission
and interleaving common to a corresponding cell is per-
formed on mini-CCEs that are to be mapped to resource
element groups of each OFDM symbol. Here, a mini-CCE
sequence input to the block interleaver may be constructed in
a format in which various control channels are multiplexed.

Mathematical Expression 43 represents an example
method of representing an algorithm that can implement vir-
tual interleaving for an interleaving operation using the block
interleaver described above.

[Mathematical Expression 43]

k= ()H%C;
S;ZH[CLJ'{“'[/H'Z C,,,—C;]}+[k+ C,,,—C;]+P;}%R§ +
i =0 =0
kR
where, j=0,1,...,(RI-C; = 1)

In Mathematical Expression 43, Sji represents an output
position index of a mini-CCE corresponding to an input posi-
tion index j at an ith OFDM symbol interleaver. This value
may represent a position index in a block interleaver allocated
for virtual interleaving. In addition, values calculated using
the same method as those used when an individual block
interleaver of each ith OFDM symbol is implemented can be
used as R/, C,, and P,.

The above embodiments of the present disclosure have
been described focusing on the data communication relation-
ship between a terminal (UE) and a base station. The base
station is a terminal node in a network which performs com-
munication directly with the terminal. Specific operations
which have been described as being performed by the base
station may also be performed by upper nodes as needed. That
is, it will be apparent to those skilled in the art that the base
station or any other network node may perform various opera-
tions for communication with terminals in a network includ-
ing a number of network nodes. The term “base station” may
be replaced with another term such as “fixed station”, “Node
B”,“eNode B (eNB)”, or “access point”. The term “terminal”
may also be replaced with another term such as “user equip-
ment (UE)”, “mobile station (MS)”, or “mobile subscriber
station (MSS)”.

Those skilled in the art will appreciate that the present
invention may be embodied in other specific forms than those
set forth herein without departing from the spirit and essential
characteristics of the present invention. The above descrip-
tion is therefore to be construed in all aspects as illustrative
and not restrictive. The scope of the invention should be
determined by reasonable interpretation of the appended
claims and all changes coming within the equivalency range
of the invention are intended to be embraced in the scope of
the invention.

INDUSTRIAL APPLICABILITY

The present invention relates to a method for transmitting
control channels to one or more mobile terminals in a mobile
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communication system and provides a method for distribut-
ing, when a control channel is transmitted, modulated control
channel symbols uniformly over transmission resources by
additionally performing interleaving using a block inter-
leaver to transmit the modulated control channels through the
transmission resources. The invention can also reduce inter-
cell interference by performing shifting using a cell-specific
factor. The invention is not necessarily applied to a specific
system and can be applied to base stations, relay stations,
terminals, etc., of various wireless communication systems
according to standards including 3GPP LTE, IEEE 802.16e,
and IEEE 802.16m and various other standards compatible
with these standards.

The invention claimed is:

1. A method for receiving a control channel in a mobile
communication system, the method comprising:

receiving, by a user equipment (UE), at least one PDCCH,

wherein the atleast one PDCCH is configured by interleav-

ing a plurality of modulation symbol groups using a
block interleaver, wherein each of the plurality of modu-
lation symbol groups includes at least one modulation
symbol,

wherein the interleaving is performed by inputting the

plurality of modulation symbol groups row by row to the
block interleaver, performing inter-column permutation
for the inputted plurality of modulation symbol groups,
and outputting the permutated plurality of modulation
symbol groups column by column from the block inter-
leaver, and

wherein the outputted plurality of modulation symbol

groups are cyclically shifted using a cell identifier.

2. The method of claim 1, wherein a size of the block
interleaver is determined according to a number of the plu-
rality of modulation symbol groups transmitted in the sub-
frame.

3. The method of claim 2, wherein a number of rows of the
block interleaver is determined based on a predetermined
number of columns of the block interleaver and the number of
the plurality of modulation symbol groups transmitted in the
subframe.

4. The method of claim 1, wherein each of the plurality of
modulation symbol groups is mapped to a plurality of
resource elements allocated for signals excluding at least one
of a reference signal, a Physical control format indicator
channel (PHICH) signal, and a Physical control format indi-
cator channel (PCFICH) signal.
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5. The method of claim 1, wherein each of the plurality of
modulation symbol groups is mapped according to a time-
first mapping scheme.

6. The method of claim 1, wherein the PDCCH is transmit-
ted using one or more continuous Control Channel Elements
(CCEs), wherein each of the Control Channel Elements
includes at least one of the plurality of modulation symbols.

7. A apparatus for receiving a control channel in a mobile
communication system, the apparatus comprising:

a receiver configured to receive at least one PDCCH,

wherein the at least one PDCCH is configured by interleav-

ing a plurality of modulation symbol groups using a
block interleaver, wherein each of the plurality of modu-
lation symbol groups includes at least one modulation
symbol,

wherein the interleaving is performed by inputting the

plurality of modulation symbol groups row by row to the
block interleaver, performing inter-column permutation
for the inputted plurality of modulation symbol groups,
and outputting the permutated plurality of modulation
symbol groups column by column from the block inter-
leaver, and

wherein the plurality of modulation symbol groups are

cyclically shifted using a cell identifier.

8. The apparatus of claim 7, wherein a size of the block
interleaver is determined according to a number of the plu-
rality of modulation symbol groups transmitted in the sub-
frame.

9. The apparatus of claim 8, wherein a number of rows of
the block interleaver is determined based on a predetermined
number of columns of the block interleaver and the number of
the plurality of modulation symbol groups transmitted in the
subframe.

10. The apparatus of claim 7, wherein each of the plurality
of modulation symbol groups is mapped to a plurality of
resource elements allocated for signals excluding at least one
of a reference signal, a Physical control format indicator
channel (PHICH) signal, and a Physical control format indi-
cator channel (PCFICH) signal.

11. The apparatus of claim 7, wherein each of the plurality
of modulation symbol groups is mapped according to a time-
first mapping scheme.

12. The apparatus of claim 7, wherein the PDCCH is trans-
mitted using one or more continuous Control Channel Ele-
ments (CCEs), wherein each of the Control Channel Ele-
ments includes at least one of the plurality of modulation
symbols.



